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11 SITE NAME AND LOCATION

Picatinny Arsenal is formally designated as U.S. Department of the Army (Army) Installation Management
Command Northeast Regional Garrison Office (Picatinny). It is located in North Central New Jersey (NJ), in
Rockaway Township, Morris County, near the Town of Dover. The facility was included on the. National
Priorities List (NPL) in March of 1990 and assigned a Comprehensive Environmental Response,
Compensation, and Liability Identification System (CERCLIS) number of NJ3210020704.

This Record of Decision (ROD) specifically addresses groundwater contamination at Area B (Figure 1).
Area B includes two study sites, Site 20 (PICA-063) and Site 24 (PICA-066). Because Site 20 is completely
contained within the boundaries of Site 24, these sites are considered one site (Site 20/24) for scoping and
investigation purposes. Groundwater within Area B has been separated from the remaining environmental
media administratively, and is the subject of this ROD. The Army maintains a comprehensive database of
sites that are being addressed within its Installation Restoration Program (IRP) called Army Environmental
Data Base-Restoration (AEDB-R). Area B groundwater is designated in the AEDB-R as PICA-205.

1.2 STATEMENT OF BASIS AND PURPOSE

This ROD presents the selected remedy for Area B groundwater at Picatinny. The remedial actions have
been selected in accordance with the Comprehensive Environmental Response, Compensation, and
Liability- Act of 1980 (CERCLA), as amended by the Superfund Amendments and Reauthorization Act of
1986 (SARA), and to the greatest extent possible, the National Oil and Hazardous Substances Pollution
Contingency Plan (NCP). The information supporting the decisions on the selected remedial actions is
-contained in the administrative record file for the site. These decisions have been made by the Army and the
U.S. Environmental Protection Agency (USEPA). Comments received from the New Jersey Department of -
Environmental Protection (NJDEP) were evaluated and considered in selecting the final remedy. NJDEP
concurs with the selected remedy.

1.3 ASSESSMENT OF THE SITE

 The response action selected in this ROD will protect public health and welfare and the environment from
actual or threatened releases of hazardous substances into the environment.

1.4 DESCRIPTION OF THE SELECTED REMEDY

The remediation of Area B groundwater pursuant to this ROD is part of a comprehensive environmental
investigation and remediation process currently being performed at Picatinny. The remedial action for soil,
surface water, and sediment at Site 20/24 was completed in 2003 and was accepted by the USEPA and
NJDEP (USEPA 2005). Other areas at Picatinny are being considered separately, and remedies for these
areas are presented in separate documents.

The Feasibility Study (FS) for Area B groundwater identified volatile organic compounds (VOCs) as the
contaminants of concern (COCs) targeted for remediation. Investigative studies at Area B indicate that the
extent of groundwater contamination at Area B exceeding the remediation goals covers an area of
approximately five acres. The remedial alternative selected to protect human health and the environment for
Area B groundwater consists of the following specific components: '

* Implementation of in situ enhanced bioremediation within a shortened/expedited timeframe. This
alternative will achieve compliance with groundwater Remedial Action Objectives (RAOs) within seven
(7) years. Additionally, to assure implementation of the best, most expedited, enhanced bioremediation
program possible within the selected remedy, the ROD provides for further flexibility than originally
outlined in the Proposed Plan. This flexibility relates to selection of both the preferred biostimulant
(reagent), and the preferred method of subsurface delivery of the reagent to meet the stated cleanup
time.

* Implementation of existing Institutional Restrictions: Land Use restrictions (Controls) (LUCs) are
required as part of this alternative because contamination will remain on site during implementation of
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the in situ enhanced bioremediation of Area B groundwater. Land use restrictions prevent human
exposure to contaminated groundwater and protect structures associated with the remedial
technologies. The area to be addressed by LUCs is depicted in Figure 2.

* Performance Monitoring: During implementation of the technology, performance monitoring of
groundwater will be performed at regular intervals to assure progress toward RAO achievement. In
addition, a post-remediation groundwater monitoring program will be conducted. Natural attenuation
parameters will be -included in the suite of analytes to enable assessment of natural attenuation
processes. :

¢ - Surface Water Monitoring: The groundwater action will include monitoring of the surface water until the
groundwater action results in COC concentrations in the Landfill Pond that are below the New Jersey
Surface Water Quality Criteria. Because of the interconnectivity of groundwater and surface water in
Area B and the limited exceedances historically observed in surface water, surface water criteria are
expected to be met quickly as a result of groundwater remedy implementation.

* .Public awareness of the hazards present at the site throdgh public meetings and posting of signs, as
required.

* Outlining emergency measures and identifying and updating existing emergency provisions, in the
event of an unexpected deterioration of site conditions resulting in an increased threat to public health
and the environment.

. Instaliation of new groundwater monitoring wells and/or injection points or wells, and associated
unexploded ordnance (UXO) avoidance techniques (as required). The discovery of potentially live
buried munitions and uncased high explosives necessitates the UXO avoidance measures.

The CERCLA-required five (5) year reviews will be an integral part of a completeness determination for the
remedy. .

1.5 STATUTORY DETERMINATIONS

The selected remedy is protective of human health and the environment, complies with Federal and State
laws and regulations that are applicable or relevant and appropriate to the remedial actions, and is cost
effective. :

The statutory preference for treatment of Area B groundwater is satisfied by the selected remedy in that
active treatment of contaminants in the groundwater will be accomplished through enhanced
~ bioremediation. The selected remedy for Area B groundwater is expected to be capable of meeting the
remediation goals within a seven-year timeframe; a statutory review will be conducted within five years after
initiation of the remedial action to ensure that the selected remedy is, or will be, protective of human health
and the environment, and is functioning as anticipated.

1.6 RECORD OF DECISION DATA CERTIFICATION CHECKLIST

The following information is included in the Decision Summary (Section 2.0) of this ROD (additional .
information.can be found in the Administrative Record for this site). ‘

Criterion Section Page
Number
Chemicals of Concern and Their Respective Concentrations 2.8.1.1 and Table 6 2-10 and 2-11
Current and Reasonably Anticipated Future Land Use Assumptions 2.7 2-9 and 2-10
Used in Baseline Risk Assessment and ROD '
Baseline Risk Represented by the Chemicals of Concem . 2.8 and Table 7 2-10 through 2-13
Cleanup Levels Established for Chemicals of Concemn and the Basis for 2.9,2.14.2, and 2-13 and 2-28
These Levels ’ Table 9
How Source Materials Constituting Principal Threats will be Addressed 212 2-26
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Criterion Section Page
Number
Selected Remedy: Description, Estimated Capital, Annual Operation and 2.13 2-26 through 2-28
Maintenance (O&M) and Total Present Worth Costs, Discount Rate, and :
the Number of Years Over Which the Remedy Cost Estimates are
Projected
Key Factors Leading to Selection of Selected Remedy 2.131 2-26

1.7 AUTHORIZING SIGNATURE

Lieujénany Coldnel, JJ.S. Army

7 ot

Walter E. Mugdan j
Director, Emergency and Remedial Response Division
United States Environmental Protection Agency, Region 2
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2.1 SITE NAME, LOCATION, AND DESCRIPTION

Picatinny Arsenal, located in Rockaway Township, NJ, is listed on USEPA’'s NPL. The CERCLIS
identification number is NJ3210020704. The Army is the lead agency for the remedial actions at Area B of
Picatinny Arsenal, and USEPA Region 2 is the lead regulatory agency with oversight responsibilities. Plans
and activities are also being coordinated with the appropriate NJ State agencies, including the NJDEP. The
funding for this action will be provided from the Environmental Restoration, Army (ER, A) account.

Picatinny is located approximately four miles north of the City of Dover in Rockaway Township, Morris
County, NJ. The location of Picatinny is presented on Figure 1. Some of the nearby populous areas are
Morristown, Morris Plains, Parsippany, Troy Hills, Randolph Township, and Sparta Township. The Picatinny
Arsenal land area consists of 6,491 acres of improved and unimproved land. Picatinny Arsenal is situated in
an elongated, classic, U-shaped glacial valley, trending northeast-southwest between Green Pond Mountain
and Copperas Mountain on the northwest and an unnamed hill on the southeast. Most of the buildings and
other facilities at Picatinny Arsenal are located on the narrow valley floor or on the slopes along-the
southeast side.

This ROD describes the preferred remedy to reduce human health and environmental risks associated with
elevated concentrations of VOCs that are present in groundwater at Area B. Area B is approximately 28
-acres in size and is located in the southwestern corner of Picatinny between Phipps Road and Green Pond
Brook (GPB) (Figure 1). Area B includes two study sites, Site 20 (PICA-063) and Site 24 (PICA-066).
Because Site 20 is compietely contained within the boundaries of Site 24, these sites are considered one
site (Site 20/24) for scoping and investigation purposes. Site 24 was used as a sanitary landfill and
encompasses all of Area B. Site 20 was used for testing flares and signaling devices. Site 20'is currently
active and is still used intermittently for the testing of pyrotechnics. Site 24 is currently inactive. Figure 1
presents the location and layout of Area B on Picatinny.

The remedial action presented in this ROD was selected by the Army, in partnership with USEPA Region 2,
in accordance with CERCLA, as amended by the SARA, and to the greatest extent possible, the NCP.
NJDEP concurs with the selected remedy. The remedial action is funded by the Army and was selected in
accordance with Army Regulation (AR) 200-1, Environmenta!l Protection and Enhancement, as applicable.

2.2 SITE HISTORY AND ENFORCEMENT ACTIVITIES
2.2.1 Operational History

In 1940, Site 20 was undeveloped wetlands. By 1951, drainage ditches were present at the site. Trailer-
sized structures, possibly for storage and observation of pyrotechnic displays, are evident in aerial
photographs dated 1957. Activity at the site is evident in a 1966 photograph in which smoke is present along
the western edge of the site. Sanitary waste, fly ash, ordnance, industrial waste, and siudge from the water
treatment pIant may have been dumped at Site 20/24 prior to 1972.

In 1940, Site 24 also was an undeveloped wetland area. Historical aerial photograph review indicates the
slow expansion of the site from two small clearings to the current landfill area, approximately 28 acres.
Drainage ditches are evident in 1951 aerial photos, along with an access road constructed diagonally across
the site. Debris piles and filling activities are evident in 1961 aerial photos. Filling and disposal operations
are apparent in 1963 and 1966 aerial photographs. Records on land filling activities are scarce; however,
sanitary waste, fly ash, ordnance, industrial waste, and water treatment plant sludge were reportedly placed .
at the site until 1972..

2.2.2 Previous Remedial Actions In Area B

A remedial action was implemented within Area B between July 2002 and August 2003 to address
contaminated soil at Site 20/24, under a USEPA-approved ROD, dated June 2002 (USEPA, 2002).
Alternative No. 2: Installation of a Vegetated Soil Cover and Continued Implementation of Land Use and
Access Restrictions was implemented in accordance with the ROD. The remedy addressed the soil COCs
lead, polychlorinated biphenyls (PCBs), and 4, 4'-DDT, preventing access to direct contact and runoff to
surface water. The soil cover spans an area of approximately 3.2 acres and is between 2 and 4 feet (ft)
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thick. Prior to completing the cover, six excavations were completed around the perimeter of the
approximate boundaries of the cover area to remove soil with PCB levels above the remedial goals (RGs).
Excavated soil with PCB levels between 2 milligrams per kilogram (mg/kg) and 300 mg/kg was placed within
the area to be covered. All soils with PCB concentrations above 300 mg/kg were disposed off-site. The
edges of the soil cover within the 100 year flood plain were anchored with rip-rap to reduce the potential for
washout of the contaminated materials beneath the soil cover. Following completion of the remedial
activities, the cover was fertilized, mulched, and seeded, and the impacted wetlands were restored.
Maintenance/ inspections of the cover are performed periodically to ensure the continued protectiveness of
the cover. Additionally, because contamination remains on-site, land use and access restrictions are
imposed as part of the remedial alternative. It has been determined through the results of a subsurface soil
investigation that the contaminated soils within the cover do not act as a continuing source of groundwater
contamination. A closure report for this remedial action was submitted in 2005 and approved by USEPA

' (Shaw, 2005a).

There has been no remedial action .to date to address groundwater in Area B.
2.2.3 Previous Investigations

Some investigation of.groundwater resources was initiated at Picatinny as early as 1958. However, most-
groundwater investigations have been conducted within the last twenty years. The iocations of groundwater
samples collected during these various studies at Area B are depicted on Figure 2. Groundwater

" investigations indicate that Area B groundwater, primarily within the unconfined aquifer, has been

contaminated with VOCs, including cis-1, 2-dichloroethene (cis-1, 2-DCE), tetrachloroethene (PCE),
trichloroethene (TCE), vinyl chloride (VC), and total xylenes. Additionally, metals including arsenic, iron, and
manganese have been detected in Area B groundwater. However, it is believed that metals are naturally -
occurring constituents of the aquifer, and are present due to natural leaching of mineral constituents from
the rock matrix through which the groundwater flows, rather than a result of anthropogenic (man-made)
conditions. o '

2.2.4 Enforcement Activities

No formalized enforcement actions have been taken relative to Area B. Picatinny is working in cooperation

- with the USEPA and NJDEP to apply appropriate remedies that will preclude the necessity of formalized

enforcement actions, such as Notices of Violation.
2.3 COMMUNITY PARTICIPATION

Picatinny has an active community participation program. The program includes a community relations plan,
which is currently being updated, detailed public meetings, and an active Restoration Advisory Board (RAB).
The Army funds a contractor to assist the RAB with technical issues under the Technical Assistance for
Public Participation program. Area B groundwater has been the topic of presentations to the Picatinny

" Environmental RAB. The Army briefed the RAB on June 4, 1997 with the first update on groundwater

investigations; July 29, 1999 with an update for Area B groundwater after completion of the investigations;
January 27, 2000 on 20/24 Feasibility Study (for other environmental media); May 7, 2003 on the proposed
remedial approach for Area B groundwater; April 1, 2004 on the proposed groundwater pilot study to

-evaluate the effectiveness of the biostimulant (reagent) Hydrogen Release Compound (HRC) in the

treatment of VOCs in groundwater; June 15, 2004 with an update on the Area B Proposed Plan; and March
3, 2005 on the results of the HRC groundwater pilot study. Area B also was briefly discussed at the
September 28, 2006 RAB meeting when the status of all sites was presented. RAB members have
provided comments regarding the proposed remedial alternative. Copies of the Proposed Plan were given .
to the RAB’s co-chair and to any RAB member who requested the document. The final Proposed Plan for
Area B groundwater was completed in September 2005, and was released to the public at the information
repositories listed below:

Installation Restoration Program Office
Building 319 Picatinny, NJ 07806

Rockaway Township Library 61
“Mount Hope Road
Rockaway Township, NJ 07866

February 2009 Record of Decision
Final 2-2 Area B (PICA 205)



Morris County Library
30 East Hanover Ave
Whippany, NJ 07981

Multiple newspaper notifications were made to inform the public of the start of the Proposed Plan comment
period, to solicit comments from the public, and to announce the public meeting. The notification was run in
the New Jersey Star Ledger and the Daily Record on September 30, 2005. A public comment period was
held from October 6, 2005 to November 7, 2005 during which comments from the public were received. A
public meeting was held on October 6, 2005 to inform the public about the Selected Remedy for Area B
groundwater and to seek public comments. At this meeting, representatives from the Army and USEPA
were present to answer questions about the site and alternatives under consideration. The Army’s
responses to comments made at the public meeting are included in the Responsiveness Summary (Section
3.0) of this ROD.

24 SCOPE AND ROLE OF RESPONSE ACTION

As outlined in the IRP for Picatinny, the overall environmental cleanup goatl is to protect human health and
the environment. The remediation of Area B groundwater is part of a comprehensive process currently
underway to meet the IRP goals for Picatinny. ‘

This ROD addresses the selection of the remedial actions for groundwater at Area B.

The proposed remedial action for Area B groundwater is primarily targeted at the unconfined aquifer, which
is impacted by low concentrations of VOCs dissolved in groundwater. Two pilot studies were conducted at
Area B between- October -2003 and January 2005 to determine if the addition of innocuous organic
biostimulant substrates, such as HRC and Oxygen Release Compound (ORC) would accomplish chemical
reduction of select VOCs in groundwater to levels below NJDEP Groundwater Quality Standards
(NJGWQSs). The results of the pilot scale tests indicated that addition of such biostimulant substrates into
the subsurface at Site 20/24 enhanced microbial activity and resulted in the chemical reduction of
concentrations of select chiorinated ethenes and total xylenes in groundwater. Based on the results. of the
studies, it has been determined that in situ enhanced biodegradation will achieve the RAOs for Area B
groundwater through use of a biostimulant substrate.

25 DOCUMENTATION OF SIGNIFICANT CHANGES

The Proposed Plan for Area B groundwater presented two selected remedial actions as the preferred
alternatives for Area B groundwater. The two components included implementation of in situ enhanced
bioremediation with HRC within a shortened/expedited timeframe for chlorinated ethenes, and
implementation of in situ enhanced bioremediation with ORC for xylenes.

. To assure achievement of the RAOs for fhe chlorinated VOCs, which is achievement of Applicable or

Relevant and Appropriate Regulations [ARARSs} in seven years (See Section 2.9 and Table 9), via the
expedited in situ enhanced bioremediation Alternative 5B, the choice of reagent for subsurface injection to
stimulate biodegradation of VOCs will be broadened beyond HRC. Other proven biostimulation substrates
to be considered in lieu of HRC at the start of, or during, implementation of Alternative 5B include the
following: molasses, cheese whey, and sodium lactate. Alternative substrates such as molasses will be

_considered because, at other sites across the country and within New Jersey, these substances have been
. demonstrated to have a higher subsurface mobility than HRC. This property facilitates the effectiveness of

the injected substrate. Additionally, the choice of substrate delivery method(s) will be broadened beyond
temporary direct push points in all or a portion of the impacted aquifer area. Additional delivery methods
may include conventional permanent well arrays with either grid or linear traverse(s) perpendicular to
groundwater flow. Well arrays facilitate repeat applications of reagent, where one portion of the aquifer may
be more recalcitrant to cleanup than another. Further, delivery methods may be phased in over the planned
remediation timeframe, as needed, to assure the delivery scheme maximizes reagent delivery and therefore
expedited achievement of RAOs. The Remedial Design for Area. B groundwater will specify in detail the
reagent(s) and delivery method(s) selected to achieve the RAOs.

The selection of enhanced bioremediation to address xylenes was based on exceedance of the New Jersey
Maximum Contaminant Level (NJ MCL) of 40 micrograms per liter (ug/L) for xylenes at the time the Area B
FS was drafted. However, the NJ MCLs were updated in 2005 and the new NJ MCL for xylenes is 1,000
pg/L. The highest concentration of total xylenes detected in Area B groundwater when the FS was drafted
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“was 2,011 pg/L (in monitoring well MW 24-3). Since that time, the concentration of total xylenes in Area B
groundwater has been demonstrated to be well below the recently promulgated standard in four rounds of
sampling conducted subsequent to 1998 (Table 1).Therefore, implementation of enhanced bioremediation -
to address xylenes is not required in order to meet the remedial action objectives and has been removed as
an objective of the selected remedial action.

2,6 SITECHARACTERISTICS
2.6.1 Conceptual Site Model

A conceptual site model has been developed for the Aréa B groundwater pilume in order to convey the
salient processes affecting the introduction, movement, and distribution of contaminant mass at the site.

Chlorinated solvents (VOCs) and xylenes were introduced to the subsurface as a result of past waste
storage and disposal practices associated with the landfill (Site 24). Results of multi-depth soil sampling in
Area B indicate that no VOC sources remain in Site 20/24. Historically, contaminants were gradually
transported to groundwater through infiltration and percolation mechanisms. Mobilization of contaminants in
groundwater is believed to have occurred primarily through advection, dispersion, and diffusion
mechanisms. Groundwater within the unconfined glacial aquifer discharges to surface water ponds and
drainage ditches within the interior of Area B. Surface water quality standards have been exceeded only
“minimally at two locations within the interior of Area B. The remedial action for groundwater will address
future discharges of groundwater to surface water by ensuring treatment (via biodegradation) prior to
discharge. Groundwater in the unconfined and semi-confined aquifers eventually discharges to GPB. :No
COCs have been detected in GPB. The RI did not identify any at-risk ecological receptors in Area B or
human health risk associated with applicable potential uses of GPB. Figure 3 presents the conceptual site
model for Area B groundwater. .

. 2.6.2 Surface and Subsurface Features

The surface and subsurface features of Area B, such as topography, surface water hydrology, geology, and
hydrogeology are described in Sections 2.6.3 through 2.6.5 below.

According to data contained in the Picatinny Geographic Information System (GIS), there are no
-archaeologically sensitive or potentially archaeologically sensitive areas within the boundaries of Area B.-
Cultural and historic data contained in the Picatinny GIS was primarily obtained- from Architectural
Assessment of Historic Structures at Picatinny Arsenal, Morris County, New Jersey, August 1999.

" 2;6.3 Topography/Surface Water Hydrology

The eastern two-thirds of Area B are flat; the western third of Area B is situated adjacent to a rldge that
deflnes the western boundary of PTA and slopes gently to the east.

Most of Area B is approximately 690 to 700 ft above mean sea level (msl) Surface water runoff is controlled
by a system of man-made drainage ditches (Figure 2). Surface water flow is influenced by both the system
of drainage ditches at the site and the Landfill Pond. All drainage ditches lead into GPB, except for one ditch
- that leads directly into the Landfill Pond.

‘Geology and Soils

This section discusses the overall geology of Area B as well as the region between Area B and Route 15 to

the southwest. The geology of Area B consists of the folded and faulted Leithsville Dolomite Formation

overlain by flat-lying, Pleistocene glacial sediments. The Pleistocene glacial sediments are highly variable,

but can be generally separated into three units that correspond to the three aquifers present in the

unconsolidated sediments. The deepest unit consists primarily of sand and gravel, with lesser amounts of -
silt and clay. This unit corresponds to the lower semi-confined aquifer. The middle unit consists of sand, silt,

and clay in varying proportions. This unit corresponds to the upper semi-confined aquifer. The shallowest

unit consists of sand and silt with varying amounts of gravel. The glacial sediments are overlain in places

with younger fluvial deposits and fine-grained overbank deposits. The youngest glacial deposits and the

fluvial deposits correspond to the unconfined, or water table, aquifer. The bedrock and unconsolidated

deposits are described in more detail .in the paragraphs below. Figure 2 shows the location of geologic.
cross-section A-A’, which is oriented northwest to southeast (i.e., cross valley). This cross-section is shown

on Figure 4.
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As indicated in cross-section A-A’, bedrock elevation drops steeply from approximately 650 ft msl [40 ft
below ground surface (bgs) at the MW24-2 cluster] at the northwestern boundary to approximately 485 ft
msl (204 ft bgs) at the MW24-4 cluster in the center of the valley. The bedrock surface at PTA dips gently
from the northeast to the southwest atong the strike of the valley; however, bedrock beneath Area B does
not show an appreciable difference in elevation in this direction, exhibiting a bedrock elevation of 490 ft msl
(209 ft bgs) at the SB3 cluster. Based on rock core samples collected at the SB3 monitoring well cluster at
the southern boundary of the Arsenal, the Leithsville Formation consists of a light gray, micritic dolomite
weathered to a yellow silty clay, with less weathered quartzitic dolomite layers. As is typical of a carbonate
rock, large cavities ranging up to 20 ft in vertical extent are present and were encountered during monitoring
well installation. These cavities are filled with silty fine sand and clay derived from weathering of the
dolomite. Less weathered dolomite layers are highly fractured and exhibit stylolitic features perpendicular to
bedding. The dominant fracture set observed in rock core samples is oriented vertically; secondary fractures .
do not show any regularity in orientation. Unweathered dolomite was not encountered in the two bedrock
monitoring wells SB3-1A (completed at 360 ft bgs) and SB3-1B (completed at 336 ft bgs) located along the
southern boundary of PTA. As indicated above, three sequences were recognized in the glacial sediments
based on sediment grain size. in addition, a younger sequence of fluvial and overbank deposits is also
present in Area B. The Pleistocene glacial sediments overlying bedrock in Area B increase in thickness from
40 ft at the western edge of the area to approximately 210 ft in the center of the valley. The lowest sequence
of glacial sediments is a poorly sorted till consisting of sand and gravel, with variable amounts of clay, silt,
cobbles, and boulders. The till is encountered at depths ranging from 40 to 157 ft bgs and ranges in
thickness from O ft along the northwestern boundary of Area B, where it pinches out against bedrock, to 163
ft in the center of the valley.

This lower sequence is overlain by a fine-grained layer of silty sand, which ranges in thickness from
approximately 25 ft. at monitoring well pair MW24-2A and MW24-2B, to 70 ft at monitoring well 20/24MW-
2D. This fine-grained sequence is encountered at fairly uniform depths at Area B, approximately 10 to- 20 ft

- bgs. One geotechnical sample was collected from this sequence during the ICF Kaiser Engineers (ICFKE)
1998 Additional Remedial Investigation (ARI). This sample was collected from drill cuttings composited from
a depth of 80 to 82 ft bgs during the installation of 20/24MW-2D. This sample, classified as silt, contained
0% gravel, 5.3% sand, 62.0% silt, and 32.7% clay. Organic content was not tested in this sample.

The fine-grained sequence is overlain by a slightly coarser-grained sequence, which is the youngest glacial .
deposit and consists of poorly sorted sand and silt, with variable amounts of gravel and clay. Two

geotechnical samples were collected from this sequence during the 1998 investigation conducted by ICFKE.

One sample was collected from a depth of 12 ft bgs during the installation of monitoring well 20/24MW-1;

the second sample was collected from a depth of 10 ft bgs during the installation of 20/24MW-2. These

samples were classified as a silty sand with percent organic contents of 2.6 (20/24MW-1) and 2.1

(20/24MW-2). The sample from 20/24MW-1 was 13.1% gravel, 63.3% sand, 20.5% silt, and 3.1% clay. The

sample from 20/24MW-2 was 2.2% gravel, 82.1% sand, 11.8% silt, and 3.9% clay.

The shallowest sequence present in Area B is a fluvial deposit consisting of sand, gravel, and silt. This unit
has been reworked and altered in places through the land filling and drainage activities conducted in Area B.
Two geotechnical samples were collected from these reworked fill sediments. One sample was' collected
from a depth of 10 ft bgs during the installation of monitoring well 20/24MW-1, while the second sample was
collected from a depth of 4 ft bgs during the installation of 20/24MW-2. Both samples were classified as
- poorly graded sand with silt with percent organic contents of 13.4 (20/24MW-1) and 2.0 (20/24MW-2). The
high organic content observed in the sample coliected from 20/24MW-1 may be due to the fact that this
monitoring well was installed in a relatively swampy area in the southern portion of Site 20/24 south of the
Landfill Pond. Monitoring well 20/24MW-2 was installed in the central portion of the site west of the Landfill
Pond. The sample from 20/24MW-1 was 14.1% gravel, 77.4% sand, 7.2% silt, and 1.3% clay. The sample
from 20/24MW-2 was 1.5% gravel, 88.7% sand, 7.3% silt, and 2.5% clay.

2.6.4 Hydrogedlogy

A total of 16 monitoring wells have been installed in Area B as part of environmental investigations. Figure 2
shows the approximate location of the monitoring wells in Area B.

Based on the geotechnical and slug test data collected during the Phase | Rl and the Data Gap
Investigation (DGI), Area B groundwater occurs in all four ‘of the aquifers that comprise the total
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groundwater system beneath Picatinny: the unconfined, glacially-derived sediment aquifer, the upper semi-
confined glacial aquifer, the lower semi-confined glacial aquifer, and the bedrock aquifer.

The shallowest aquifer is an unconfined aquifer; the depth to the bottom of which ranges from 12 to 20 ft
bgs in Area B and corresponds to the medium-grained, unconfined sequence of glacial sediments. The
second aquifer, referred to as the upper semi-confined aquifer, is encountered at depths between 12 to 20 ft
-bgs and ranges in thickness from 25 ft at monitoring well pair MW24-2A and MW24-2B to 70 ft at monitoring
well 20/24MW-2D. This aquifer corresponds to the intermediate fine-grained sequence. The lower semi-
confined aquifer underlies the upper semi-confined aquifer and is the deepest aquifer in the unconsolidated
glacial sediments. This aquifer pinches out against the bedrock at the northwestern side of Site 20/24 and
increases in thickness towards GPB, where the depth to bedrock was determined to be 206 ft bgs during the
installation of MW24-4B. The deepest aquifer is a bedrock aquifer which occurs in the Leithsville Formation
under Area B. This formation is a weathered dolomite with karst features that have been filled with fine-
grained sands and silts. Although no bedrock monitoring wells exist in Area B, monitoring wells SB3-1A and
SB3-1B are located nearby at the southern boundary of PTA.

A total of ten monitoring wells in Area B are screened within the unconfined glacial aquifer. Depth to-
groundwater is fairly shallow, ranging from less than 1 ft bgs in the swampy, ponded areas of Site 24 to 3 ft
bgs at the northwestern edge of Site 20/24. Local artesian conditions were encountered in MW-15 during
the April/May 1994 groundwater sampling round. A series of drainage ditches have been cut through Area B
which eventually discharge to GPB. Because the water table ‘is very shallow, these ditches intersect the
-water table. These ditches may act as groundwater discharge points for the unconfined aquifer and
influence shallow groundwater flow at Site 20/24. Groundwater flow appears to be somewhat controlied by
the drainage ditches that bisect Site 20/24. In the central region of Site 20/24 (at greater distances from the
ditches), groundwater flows southeasterly in the general direction of the Landfill Pond. Hydraulic gradients
vary across the site, with higher values towards the northwest, on the flanks of the ridge, and lower values in
the central flat portion of the site. In the area where chlorinated solvents are present, the hydraulic gradient
is approximately 0.002 feet per foot (ft/ft). Based on an average hydraulic conductivity of 9.67 feet per day
(ft/day) estimated from slug test data, which was discussed in the previous investigation reports, an
“assumed 'effective porosity value of 0.25, and an average hydraulic gradient of 0.002 ft/ft, the natural
groundwater flow velocity in the unconfined glacial aquifer is estimated to average 0.077 f/day across the
entire site. In the area where chlorinated solvent contamination is present (see Section 2.6.7), the average
hydrautic conductivity is 16 ft/day. This average was computed using the slug test results from monitoring
wells 20/24MW-3 .and MW-18. Using this hydraulic conductivity, a hydraulic gradient of 0.002 ft/ft, and an
effective porosity of 0.25, the natural groundwater velocity in the unconfined aquifer where chlorinated
solvents are present is 0.13 ft/day.

Three monitoring wells (MW24-2B, 20/24MW-1, and 20/24MW-2) are screened in the upper semi-confined
glacial aquifer in Area B. Arsenal-wide groundwater flow maps indicate that groundwater in the upper semi--
confined aquifer flows towards GPB. Hydraulic conductivities estimated from slug test data collected during
the DGl for the upper semi-confined aquifer average 10.8 ft/day. The hydraulic gradient, based on the data
- .points available in the upper semi-confined aquifer, is approximately 0.008 ft/ft. Using these values. and an.
assumed effective porosity of 0.25, the natural groundwater velocity in the upper semi-confined aquifer is
estimated to be 0.35 ft/day. -

Two monitoring wells, MW24-4B and 20/24MW-2D, are screened within the lower semi-confined glacial
aquifer in Area B. Depth to groundwater ranges between 1 ft bgs and 2 ft bgs in monitoring well 20/24MW-2
in the central part of Area B to 6 to 7 ft bgs near GPB in monitoring well MW24-4B. Arsenal-wide
groundwater flow maps indicate that groundwater in the lower semi-confined glacial aquifer flows towards
GPB from each side of the valley and then down-valley towards the southern boundary. The hydraulic
gradient in the lower semi-confined aquifer in Area B is approximately of 0.007 ft/ft. Based on an average
hydraulic conductivity value of 48.5 ft/day, an assumed effective porosity value of 0.25, and an average
hydraulic gradient of 0.007 ft/ft, the natural groundwater flow velocity is estimated to average 1.4 ft/day.

Monitoring well SB3-1B, located along the southern boundary of Picatinny, is the only monitoring weil
screened in the dolomitic bedrock aquifer. Arsenal-wide groundwater flow maps suggest that groundwater
flows southwest (towards the terminal moraine) under an extremely gentle hydraulic gradient of 0.0005 ft/ft.
Flow directions in the bedrock aquifer are not affected by the change in the course of GPB.
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Three monitoring well pairs in the unconfined/upper semi-confined aquifers were used to estimate vertical
gradients. Monitoring well pair MW24-2A and MW24-2B had a downward gradient of 0.017 ft/ft during both
rounds of the Phase | Rl sampling. According to the data collected in 1999 and 2000, the gradient has
reversed and is now upward with a maximum upward gradient of 0.072 ft/ft. Vertical gradients were also
calculated in the central part of Area B, where.chlorinated solvents have been detected. The vertical
gradient between monitoring well 20/24MW-3 (unconfined) and 20/24MW-2 (upper semi-confined aquifer)
was 0.011 ft/ft in the downward direction. At monitoring well pair MW24-3 (unconfined) and 20/24MW-1
(upper semi-confined aquifer), where benzene, toluene, ethylbenzene, and xylene compounds have been
detected in the unconfined aquifer, the gradient was upward for the two data sets used, with a maximum
calculated vertical gradient of 0.004 ft/ft (May 1999 data).

One monitoring well pair (20/24MW-2 and 20/24MW-2D) was used to calculate the vertical gradient
between the upper semi-confined and lower semi-confined aquifers. These monitoring wells are located in
the central portion of Area B where chlorinated solvents have been detected in the groundwater and are
screened in the upper semi-confined and lower semi-confined aquifers, respectively. The gradient was
upward in 1999 and 2000, with a calculated value of 0.009 ft/ft for both data sets. In addition, one monitoring
well pair (MW24-4A and MW24-4B) was used to calculate the vertical gradient between the unconfined and
lower semi-confined aquifers. These monitoring wells are located near the southeast corner of Area B,
adjacent to GPB. Veriical gradients between these two aquifers were calculated to be downward, with
values ranging from 0. 017 ft/ft (during the Phase | RI) to 0.040 ft/ft (during the most recent round of water
levels).

2.6.5 Sampling Strategy

Several investigations of subsurface soil, groundwater, and surface water have been previously conducted.
at Area B. Based on data collected during previous investigations and during the 1999 DGI at Site 20/24, it
appears that two areas of VOC contamination are present in groundwater as a result of former activities at
the site. The first is a chlorinated solvent plume in the area of the pyrotechnic testing range. Groundwater in
this plume contains elevated concentrations of TCE, 1, 2-dichloroethene (1, 2-DCE), and VC in the
unconfined and upper semi-confined aquifers. This plume may have had several sources, but the main point
of origination appears to be in the northwestern portion of Area B, near monitoring well 20/24MW-5. A
second plume, containing PCE, was detected during the 1999 DGI in the upper semi-confined aquifer,
trending northeast to southwest, between the metal testing stand near the boundary of Site 20 and the
Landfill Pond. This plume likely is a result of a historical source separate from the main VOC plume. Flgure
2 presents the main areas/plumes of VOC contamination in Area B groundwater '

2.6.6 Nature and Extent of Groundwater Impact

This summary of the nature and extent of groundwater impact is based on several studies performed at the
Site, largely: the R, the ARI, and the DGI, which focused on Area B groundwater. Additionally, passive soil
gas sampling conducted outside these studies, and independent work conducted by the U.S. Geological
Survey, were used to understand the nature and extent of groundwater. impact. The administrative record
file for the site includes detalled information about individual investigations and sampling results summarized
herein.

The three most comprehensive data sets (1994 Phase | RI; 1997/1998 ARI; and 1999 DGI) were used to
spatially evaluate changes in the VOC plumes of highest concentration. Each round of data represents a
time-referenced “snapshot” of the plume. Figure 2 illustrates the main areas/plumes of VOCs in Area B -
groundwater and the locations of ‘groundwater monitoring wells sampled during the previous investigations.
Data sets and additiona! detail about the previous investigations, summarized in Tables 2 through 4 and
Figures 5 through 10, are available in the administrative record. As shown on these figures, the majority of
VOC impact is in the unconfined aquifer in the northwestern portion of Area B.

The chiorinated VOCs historically detected at Area B have been found primarily in the unconfined aquifer.
During the 1998 ARI, VC was detected at a concentration of 561 pg/L at monitoring well 20/24MW-2, which
indicated that contamination had migrated to the upper semi-confined aquifer. The 1999 DGI was
conducted to further delineate the vertical and lateral extent of VOC contamination in the unconfined and"
upper semi-confined aquifers. A total of eight VOCs were detected in groundwater samples collected during
the DGI. Seven compounds, benzene, chlorobenzene, 1,1-DCE, cis-1,2-DCE, TCE, VC, and xylenes (total),
were detected at concentrations greater than their respective levels of concern (LOCs). in addition, 14
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VOCs were detected in the direct push groundwater samples; however, only four of these compounds (cis-
1, 2-DCE, methylene chloride, PCE, and VC) exceeded their respective LOCs. However, the Area B
Groundwater FS concluded that exceedances of benzene, chlorobenzene, and 1, 1-DCE do not appear to
be associated with a plume. Detections of benzene and chlorobenzene are isolated, while detections of 1, 1-
DCE appear to be sporadic and are likely to be the results of the degradation of more highly chlorinated
VOCs. The extent of contamination of the COCs in Area B groundwater is discussed individually in the
following paragraphs.

PCE Contamination. PCE was detected during the investigations in the upper semi-confined aquifer during
the 1999 DGI. The detections of PCE above the LOCs range from 1.4 to 73 pg/L. The maximum
concentration of PCE was detected at a depth of 40 to 44 ft bgs within the upper semi-confined aquifer. The
FS concluded - that PCE contamination originated from separate spills because the detections were
observed at the downgradient area of the location (northwestern and central portions of Area B) where
historical detections of other chlorinated VOCs were observed. Figures 5 and 7 present the Iateral and
vertical extent of the PCE plume, respectively..

"TCE Contamination. The results of the previous investigations have indicated that TCE contamination
predominantly occurs in the unconfined aquifer and the upper semi-confined aquifer. TCE was not identified
in samples coliected from the lower semi-confined aquifer. TCE was observed at its highest fevel in the
unconfined aquifer in direct push sample 20/24HP-5. TCE was detected at a concentration of 34.4 ug/L,
"~ which exceeds the LOC of 1 pg/L. Monitoring well 20/24MW-2 yielded the highest TCE levels in the upper
semi-confined aquifer. TCE concentrations in 20/24MW-2 raniged from 18 pg/L to 26.2 pg/L during the three
rounds of groundwater monitoring conducted between 1998 and 1999. Flgures 6 and 7 show the lateral
and vertical extent of TCE contamination, respectively.

Cis-1, 2-DCE Contamination. Cis-1, 2-DCE contamination was observed in both the unconfined and upper
. semi-confined .aquifers. The DGI results indicated the highest cis-1, 2-DCE concentration of 390 pg/L was
found in the upper semi-confined aquifer; cis-1, 2-DCE ranged from 46 to 250 pg/L in the unconfined
aquifer. Previous analyses (1999 quarterly monitoring events) reported a concentration of 600 ug/L in one
monitoring well (20/24MW-2 ).The LOC for cis-1, 2-DCE is 10 pg/L. Figures 8 and 10 show the lateral and
vertical extent of cis-1, 2-DCE contamination, respectively. '

VC Contamination. The extent of VC contamination encompasses an area within the unconfined and upper
semi-confined aquifers. However, the majority of the contamination occurs in the- unconfined aquifer
beneath monitoring well 20/24MW-3. The maximum concentrations of VC were observed at 1,520 pg/L in
the unconfined aquifer and at 760 pg/L in the upper semi-confined aquifer, exceeding its LOC of 1 ug/L.
Figures 9 and 10 show the lateral and vertical extent of VC contamination in the unconfined and upper
semi-confined aquifers, respectlvely

Enhanced bioremediation with HRC was proposed as part of Remedial Alternatives 5B and 8 for reducing
concentrations of VC, cis-1,2-DCE, TCE, and PCE in Area B groundwater. A pilot study was conducted at
Area B between October 2003 and January 2005 to determine if addition of HRC would accomplish
reduction of select VOCs in groundwater to levels below NJDEP Groundwater Quality Standards (GWQS). -
HRC was injected at seven points in Area B in November 2003 via direct-push technology at depths ranging
from 3 to 16 ft bgs. The locations of the points were selected based on the distribution of chiorinated -
ethenes in the unconfined aquifer. Figure 11 shows the locations of the HRC injection points and monitoring -
wells installed as part of this pilot study. Injection of HRC also was proposed in the vicinity of newly-installed
up-gradient monitoring wells 20/24MW-9, 20/24MW-10, and 20/24MW-11 as part of the Final Work Plan
Area B Site 20/24 Groundwater HRC/ORC Pilot Study (Shaw, 2003). However, the injection points were not
installed in this area based on the analytical results of the pre-injection monitoring.

The analytical results of the post-injection monitoring indicated that concentrations of chlorinated ethenes
(cis-1,2-DCE and VC) in groundwater decreased steadily over time as a result of the injected biostimulant.
The most notable decline of cis-1,2-DCE and VC was observed in 20/24MW-8. The lowest concentrations of
cis-1,2-DCE and VC in this well were 2.1 pg/L and 4.2 pg/L, respectively. Ethene concentrations continually
increased in each of the three wells for the first year of sampling and then gradually decreased during the
last rounds of monitoring. The highest ethene concentrations in each of the monitoring wells were observed
over the three month period from February 2004 to May 2004. Injection of HRC was also proposed in the
vicinity of the newly-installed up-gradient monitoring wells 20/24MW-9, 20/24MW-10, and 20/24MW-11 as
part of the Final Work Plan, Area B Site 20/24 Groundwater HRC/ORC Pilot Study (Shaw 2003). The range
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of concentrations for cis-1,2-DCE, VC, and ethene observed prior to and following HRC injection are
summarized graphically on Figure 12.

Geochemical data collected from 20/24MW-6, 20/24MW-7, and 20/24MW-8 indicated' the aquifer exhibits
reducing conditions due to the presence of methane and hydrogen. The analytical results further indicate
. that the addition of the HRC facilitated reductive dechlorination to ethene. Based on the results of this pilot
study, HRC, or a similar substrate, is capable of reducing concentrations of chlorinated ethenes in Area B to
NJGWQSs within seven years.

Surface water samples have been collected from the Landfill Pond, GPB, and drainage ditches as part of
historical sampling to investigate the interconnectivity of surface water and groundwater. Table 5 presents a
summary of historical surface water sampling results and illustrates the frequency and range of detection for
all analytes, as well as exceedances of New Jersey Surface Water Quality Standards.

2.6.7 AreaB Groundwater Plume Characteristics

The most prominent feature of Area B groundwater is a chlorinated solvent plume. This plume was created
when solvents were introduced into subsurface materials through historic waste disposal practices.

The Army has identified four chémicals in Area B groundwater that pose the greatest potential risk to human
health. The characteristics .of the four COCs that have been identified in Area B groundwater are presented
below:

* Tetrachloroethene (PCE) is a halogenated organic compound historically used as a solvent and
degreaser in many industries. Exposure to this compound has been associated with deleterious health
effects in humans.

‘*  Trichloroethene (TCE) is. a halogenated organic compound historically used as a soivent and
degreaser in many industries. Exposure to this compound has been associated with deleterious health.
effects in humans. Based on laboratory studies, TCE is considered a probable human carcinogen.

* Cis-1, 2-Dichloroethene (cis-1, 2-DCE) is a halogenated organic compound formed through the
breakdown of TCE by microorganisms. Exposure to this compound has been associated with
deleterious health effects in humans.

* Vinyl Chloride (VC) is a halogenated -organic compound formed through breakdown of cis-1, 2-DCE
and 1, 1-dichloroethene. Exposure to this compound has been associated with deleterious -health
effects in humans. VC is a known human carcinogen.

2.6.8 Fate and Transport of PCE and TCE

The fate and transport characteristics of the contaminants that reside in the plume are vital aspects of the

chemical compounds that affect their behavior, ability to mobilize, rate of degradation, and probability of

human, biotic, or ecological exposure. The important processes that may influence the fate of TCE and PCE

include physical transport processes, such as advection, diffusion, volatilization, and adsorption, and natural

degradation processes, such as chemical reactions and biodegradation. Further details on the fate and

transport of COCs in Area B groundwater are discussed in the Final Area B Groundwater Feasibility. Study
(IT, 2002).

2.7 - CURRENT AND POTENTIAL FUTURE LAND USES AND DESIGNATION OF AREA B

The Picatinny master planning land use designation for the majority of the land within Area B is research,
development, and testing. The portions of Area B that are still forested wetlands are designated as wetland
on the land use map. The site is used primarily for the testing of pyrotechnic flares, but is also designated as
a safe haven parking area and is periodically used for hunting purposes. The Safe Haven Plan allows for
temporary parking of explosives-laden vehicles and is large enough to accommodate two 18-wheel trucks.
The site is located within Hunting Area 18. Hunting Area 18 is open to all game and hunting activities, which
take place between early October and February. In addition to the current uses of this site, the Army has
installed a small weather station. The weather station is situated on a 25-foot by 25-foot concrete pad.

The State of New Jersey has designated all groundwater within the state as a drinking water source.
However, Picatinny has a centralized water distribution system and it has no current or future plans for the
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use of Area B Groundwater for any purpose. Area B is within an NJDEP approved Classification Exception '

Area (CEA) as described in a letter dated July 29, 2002 to the NJDEP. The CEA was established for all
groundwater beneath Picatinny in both the bedrock aquifers, and unconsolidated sediment aquifers (which
comprise the lower semi-confined, upper semi-confined and unconfined aquifers as discussed in this
document). Thus, the CEA addresses all aquifers and COCs for Area B groundwater. Upon establishment
of a CEA due to exceedances of the NJGWQS, NJDEP identifies the region within the CEA as a well
restriction area (WRA). As long as the CEA is in place, NJDEP is obligated to restrict or require the
restriction of potable groundwater use, and may prohibit the installation and pumping of wells within this
area.

The future land use of Area B is anticipated to remain unchanged from current land use activities. Area B
will continue to be used for research, development, and testing activities by the Army.

28 SUMMARY OF SITE RISKS

~ This section presents the results of the Area B human health and ecological risk assessments that were
conducted for the Phase | Rl by Dames & Moore. The risk assessments were designed to evaluate the
potential impact to human health and the environment. It should be noted that data collected during the AR
and the DGI were not included in this assessment as the data collected during these investigations were
similar to the Phase 1 Rl and would not significantly change the risk assessment.

The risk assessments summarized below were performed at the request of the USEPA. Given that all
aquifers beneath Area B are within the CEA, which has an associated mandatory well restriction institutional
control, human exposure and subsequent risk to untreated groundwater was determined only for the
following future potential receptors: site workers, combined adult/child residents and individual child
residents. The groundwater COC that presented the greatest risk to these receptors was VC. Protection of
these future potential receptors from an unacceptable risk is the basis for implementing a remedial action for
groundwater at Area B.

2.8.1 Human Health Risk Assessment

To determine whether remedial action is warranted, USEPA requires a baseline human health risk
assessment (HHRA) be conducted for each site. The baseline risk assessment is an evaluation of cancer
risks and non-cancer hazards of constituents of potential concern (COPCs) associated with a site if no
remedial action were taken. It provides the basis for taking action and identifies the contaminants and
exposure pathways that need to be addressed by the remedial action. This section summarizes the results
of the baseline risk assessment for this site. As part of the baseline HHRA, estimates of exceeded cancer
risks and non-cancer health hazards are quantified for potential receptor populations and exposure
scenarios.

Currently, USEPA guidelines for generally acceptable exposures are excess individual lifetime carcinogenic

risks in the range of 1x10-6 (one in one million) and 1x10-4 (one in ten thousand). Exceedances of this .

- acceptable range may trigger a requirement for remedial action.

Potential non-carcinogenic effects are evaluated by comparing the calculated exposure intake to the
chemical-specific reference dose for each COPC. This ratio of exposure to toxicity is called the hazard
quotient (HQ). HQs greater than 1 are indicative of potential adverse health effects. The hazard index (HI) is
the sum of all HQs for all COPCs that affect the same target organ, or act through the same mechanism of
action within a media or across all media, of a reasonably maximum exposed individual. In general, His that
are less than 1 are not likely to be associated with adverse health effects.

The Phase | RI HHRA was prepared to evaluate the probability and magnitude of adverse effects on human
health associated with actual or potential exposure to groundwater containing COPCs that were selected for
evaluation.. The HHRA was based on groundwater data collected during the Phase | RI.

2.8.1.1 Identification of Contaminants of Concern

This section presents a summary of the COC selection that was performed as part of the Area B
Groundwater FS (IT, 2002). A determination of COCs was also performed for the Phase | HHRA (Dames
and Moore, 1998) in accordance with the Risk Assessment Guidance for Superfund. The COC selection
performed for the FS included an evaluation of the HHRA COCs.
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COCs were identified for Area B groundwater based on exceedances of groundwater standards and
contaminant distribution indicative of a contaminant plume. Inorganic contaminants that were detected
sporadically or exhibited random distribution were removed from COC consideration. The five COCs
identified in Area B groundwater during the FS stage were cis-1, 2-DCE, PCE, TCE, VC, and xylenes (total).
As explained in Section 2.5, xylene is no longer a COC. Table 6 presents the maximum concentratlons of
COCs detected in Area B groundwater compared to the groundwater standards.

2.8.1.2 Exposure Assessment

Figure 3 presents a conceptual site model of environmental transport media and principal exposure routes
for Area B groundwater.

The potential pathways through which individuals may be exposed to COPCs were discussed in detail
within the Phase | Rl HHRA. Probable exposure pathways were then selected for quantitative evaluation in
the HHRA. Using the site-specific data obtained from the field samples, chemical concentrations were
computed for the points of potential exposure associated with each pathway selected for quantitative
evaluation. Assumptions were made for the magnitude, frequency, and duration of exposure for each
pathway, and potential exposures (intakes) were then quantified. Detailed evaluations for the incidental
ingestion and dermal absorption of sediment can be found in the Phase | RI HHRA.

For Area B groundwater, hypothetical future exposures to groundwater for workers, and for combined
adult/child residents, and child residents alone were evaluated for ingestion, inhalation, and skin contact
risks. The risks were calculated for the unconfined aquifer and semi-confined aquifers separately. The
potential receptors and pathways through which individuals could be exposed to groundwater contamination
included the following:

*  Future ingestion of groundwater used for drinking water by Picatinny workers;

*  Future ingestion of groundwater used for drin‘king water by combined child/adult residents;

* Future ingestion of groundwater used for drinking water by on-site child residents;

* . Future dermal absorption of chemicals in groundwater while bathing by on-site child residents;

*  Future inhalation 6f VOCs in groundwater while showering by combined child/adult residents; and,

*  Future inhalation of VOCs in groundwater while showering by on-site child resident

It should be noted that groundwater contact through any of these pathways is not expected to occur
because of the facility-wide CEA and land use controls that will be implemented as a result of this ROD.

2.8.1.3  Toxicity Assessment

The potential toxicity of chemicals to humans was presented and the chemical-specific toxicity criteria were
compited for each COPC within the Phase | risk assessment. Specifically, the toxicity criteria used in the
quantitative assessment were obtained from USEPA’s Integrated Risk information System, the Health
Effects Assessment Summary Tables, and the National Center for Environmental Assessment.

28.1.4 . Risk Characterization

For carcinogens, risks are generally expressed as the incremental probability that an individual will develop -
cancer over a lifetime as a result of exposure to the carcinogen. Excess lifetime cancer risk is calculated
from the following equation:

Risk = CDI x SF
where: risk = a unitless probability (e g., 2x 10 ) of the likelihood that an individual will develop
cancer
CDi = chronic daily intake averaged over 70 years (mg/kg-day)
SF =  slope factor, expressed as (mg/kg-day)-1

These risks are probablhtles that usually are expressed in scientific notation (e.g., 1x105). An excess
lifetime cancer risk of 1x10° indicates that an individual experiencing the reasonable maximum exposure
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estimate has a 1 in 1,000,000 chance of developing cancer as a result of site-related exposure. This is
referred to as an “excess lifetime cancer risk” because it would be in addition to the risks of cancer
individuals face from other causes such as smoking or exposure to too much sun. The NCP generally
identifies cancer risks in the range of 10™ to 10°® as protective for site-related exposures for NPL sites.

The potential for non-carcinogenic effects is evaluated by comparing an exposure level over a specified time
period (e.g., lifetime) with a reference dose (RfD) derived for a similar exposure period. An RfD represents a
level that an individual may be exposed to that is not expected to cause any deleterious effect. The ratio of

. exposure to toxicity is called an HQ. An HQ<1 indicates that a receptor’'s dose of a single contaminant is
less than the RfD, and that toxic noncarcinogenic effects from that chemical are unlikely. The HI is
generated by adding the HQs for all chemicals of concern that affect the same target organ (e.g., liver) or
that act through the same mechanism of action within a medium or across all media to which a given
individual may reasonably be exposed. An Hi<1 indicates that, based on the sum of all HQs from different
contaminants and exposure routes, toxic noncarcinogenic effects from all contaminants -are unlikely. An
HI>1 indicates that site-related exposures may present a risk to human health. The HQ is calculated as
follows:

Non-cancer HQ = CDI/RfD

Where: CDI
RfD

CDI and RfD are expressed in-the same units and represent the same exposure period (i.e., chronic,
subchronic, or short-term).

2.81.5 Area B Groundwater

chronic daily intake
reference dose.

- The unconfined and upper/lower semi-confined groundwater strata were evaluated independently. All
samples coliected during the Phase | RI for Area B groundwater (all three sampling rounds) were used in
the HHRA to assess risks associated with groundwatér exposures. Refer to Table 7 for a summary of the
HHRA and Table 6 for a summary of the COC selection process carried out in the FS.

Exposures to HHRA COPCs in groundwater from the unconfined aquifer were assomated W|th total cancer
risks of 2x10™ for workers, 1x10° for combined adult/child residents, and 4x10™ for child residents.
Although five VOCs were selected as COPCs in this groundwater aquifer, the largest single risk driver (i.e.,
chemicals that contributed most significantly to the elevated risks for each of the receptors) was VC. The His
for all pathways combined were 9 for workers, 3 for adult/child residents, and 50 for child residents. The
largest single contributor to the elevated HIs was iron. Although iron was included in the risk assessment, it
was not selected as a COC in the FS because it is not believed to be associated with site activities. Rock
formations and soils at Picatinny are rich in iron; so much so, that iron has been mined historically from the
surrounding area. During the RI, iron was detected in groundwater from every well sampled, inciuding the
up-gradient Area B well. These sampling results are indicative of the ubiquitous, natural occurrence of iron
in Picatinny groundwater. Exposures to HHRA COPCs in groundwater from the semi-confined aquifers (the
HHRA did not dlfferentlate between the upper and lower semi-confined aqwfers) were associated with total
cancer risks of 1x10™ for workers, 6x10™ for adult/child residents, and 2x10™ for child residents. Compounds
responsible for the majority of calculated risk were arsenic, beryllium, and 2, 3, 7, 8-TCDD. The pattern of
arsenic detections is not indicative of a release from the site. Detections of arsenic above the maximum
contaminant level (MCL) were sporadic and included the well up-gradient of Area B. Detections of beryllium
and 2, 3, 7, 8-TCDD were also sporadic and limited. Beryllium was detected at three locations randomly
distributed across the site during four of the 23 sampling events (Dames and Moore, 1998) and was not
detected in any of the 12 existing monitoring wells sampled during the subsequent 1998 investigation.
Similarly, 2,3,7,8-TCDD was only detected once in lower semi-confined aquifer during July 1994 sampiing
event and was not detected in any of the subsequent groundwater sampling events. Contaminants that
were detected sporadically or exhibited random distribution were removed from COC consideration. No
VOCs were selected as HHRA COPCs in the semi-confined aquifer groundwater grouping. The Hls were
0.9 for workers, 4 for adult/child residents, and 5 for child residents. The chemicals that accounted for the
elevated Hls included arsenic, manganese, and iron. Although iron, manganese, and arsenic were included
in the risk assessment, they were not selected as COCs in the FS because there is no reason to believe
they are associated with site activities: As stated above, rock formations and soils at Picatinny are rich in
iron and in other, associated metals such as arsenic and manganese. As is the case with iron, manganese
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is also detected in nearly all samples of Picatinny groundwater. In the semi-confined aquifers in Area B, iron
and manganese were detected in every well, including the up-gradient well.

The risk assessment for Area B groundwater indicated exposure to groundwater resulted in unacceptable
risk due to VOC contamination. The principal VOC contributing to the elevated risk (the pathway with the
greatest risk) is VC in the unconfined aquifer, for the ingestion pathway (the land use scenario under which
such an exposure would occur is not reasonably anticipated, given the planned future use of Area B and the
direction of groundwater flow to the southeast toward the Landfill Pond). No VOCs contributed significantly

‘to His exceeding the threshold value of 1.0 for the groundwater ingestion pathway.

2.8.1.6 Ecological Risk Assessment

There are no potential ecological risks associated with Area B groundwater. The Phase | Rl baseline
ecological risk assessment (BERA) considered the potential for ecological risk from VOCs in surface water.
No VOCs were identified as ecological chemicals of potential concern (ecoCOPCs) for further evaluation
because these chemicals are not persistent in surface water or surface soils within the vadose zone and will
not bioaccumulate. Thus, there are no VOC concerns in surface water from an ecological risk perspective.
As a result, the selection of a remedial alternative for Area B was not impacted by ecological risk.

2.9 REMEDIAL ACTION OBJECTIVES (RAOs)

RAOs are based on human health and énvironmental factors that must be considered in the evaluation of
response actions. Such objectlves are developed based on criteria outliined in Section 121 of CERCLA and
in the NCP.

Attainment of the RAOs will enhance protection of human heaith and the environment. The final selected
remedial action will attain site cleanup levels for Area B groundwater that will be protective to the measure of
all identified Applicable, or Relevant and Appropriate Regulations (ARARs) for currently identified at-risk
receptors at all respective potential points of exposure. The RAQs for each COC at Area B are as follows:

" *  Prevent exposure to Area B gronndwater COCs at levels above ARARs (see Table 9);

* Protect uncontaminated groundwater for designated uses;
* © Minimize migration of contaminants to adjacent groundwater and surface water; and

* Restore contaminated groundwater to comply with its use designation.
2.10 DESCRIPTION OF ALTERNATIVES

Area B groundwater has undergone an RI/FS in accordance with the CERCLA process. The Rl phase is the
mechanism for collecting data to characterize the site and assess potential human health and ecological
risk. The RI phase is followed by the FS phase, which involves the development, screening, and detailed
evaluation of remedial alternatives.

Technology types and process options appropriate for the COCs were identified and screened based on
effectiveness, implementability, and cost. The retained technologies and process options were developed
into remedial atternatives The remedial alternatives are:

¢ Alternative 1: No Actlon

* Alternative 2 L|m|ted Action with Monitored Natural Attenuation (MNA);

* Alternative 3; In Situ Chemical Oxidation;

* Alternative 4: In Situ Ferox Iron Slurry Injection with Pneumatic Fracturing (PF) and MNA;

* Alternative 5A: In Situ Enhanced Bioremediation; .

* Alternative 5B: Expedited In Situ Enhanced Bioremediation; and,

* Alternative 9: Configured Groundwater Extraction Wells for Contaminant Mass.Removal.
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Limited action is defined as those minimally necessary institutional or engineering confrols required to meet,
alone or in combination with other remedies, the area-specific RAOs. An example of an institutional control
would be the CEA WRA.  Engineering controls are generally physical barriers designed to limit exposure to
site contamination or to contain contaminated groundwater. Limited engineering controls were not
considered as part of Alternative 2 Limited Action with MNA as this alternative was developed to provide
minimal actions that may be taken to limit exposture to the contaminated media.

In situ enhanced bioremediation is defined as addition of a suitable biostimulant directly into groundwater
that promotes microbial growth and decay of the groundwater COCs to harmless degradation products at an
increased rate over what ambient aquifer conditions promote alone (without any substrate). A pilot test
using HRC was successful in demonstrating the viability of anaerobic microbial stimulants to remediate Area
B groundwater. Accelerating in situ enhanced bioremediation through the use of other biostimulants, such
as molasses, cheese whey and sodium lactate, will be considered, and the selected amendment will be
specified in the final design of the remedial system. In particular, molasses has been shown to have
increased mobility for broader, quicker distribution, expanding the radius of influence (ROIl) of a given
groundwater injection point, for an overall reduction in the scope of the delivery system, the frequency of
substrate delivery, and the overall time required for remediation.

Alternatives 6, 7, and 8 were evaluated as part of the FS to address xylenes in groundwater. Because
concentrations of xylenes in Area B groundwater no longer exceed the NJGWAQS for these compounds,
these alternatives were not carried forward as a component of this ROD. It should also be noted that costs
for Alternative 9 include some costs associated with the treatment of xylenes.

All active restoration alternatives will require implementation of existing institutional restrictions and land use
controls (LUCs) as remediation components.

All of the listed alternatives were carried forward to the detailed analysis, where each alternative was
evaluated against the nine criteria set in Section 300.430(e) of the NCP. Descriptions of the seven remedial
alternatives retained for detailed analysis are presented in the following sections.

2.10.1 Alternative 1: No Action

Estimated Capital Cost: $0
Estimated O&M Cost: $0
Estimated Present Worth Cost: 0

CERCLA and thé NCP require that a No Action alternative be evaluated at every site to establish a baseline
for the comparison of other remedial alternatives. Under this alternative, no remedial action would take
place. '

2102  Alternative 2: Lihited Action with MNA

Estimated Capital Cost: $568,500
Estimated O&M Cost: $562,800
Estimated Present Worth Cost: $621,300

Alternative 2, the Limited Action with MNA alternative, has been developed to provide minimal actions that
may be taken to limit public exposure to the contaminated media, while demonstrating reduction of
contamination by natural processes. Alternative 2 involves no active treatment processes to reduce the
toxicity, mobility or volume of contaminants.

The following components are incorporated into Alternative 2:

Institutional Restrictions: Institutional restrictions involve controliing access to contaminated areas by
implementing administrative policies. Administrative policies of interest include restricting future property
uses within contaminated areas and restricting groundwater use. One such institutional restriction that has
already been implemented at Picatinny is the site wide CEA for groundwater and associated WRA, as
discussed previously.
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The Army is responsible for implementing, maintaining, reporting on, and enforcing the LUCs. LUCs will be
maintained until the concentrations of hazardous substances in the groundwater are at such ievels to allow
for unrestricted use and exposure. A LUC remedial design will be prepared as the land use component of
the remedial design. Within 90 days of ROD signature, the Army will prepare and submit to USEPA for
review and approval a LUC remedial design that shall contain implementation and maintenance actions,
including periodic inspections. The following LUC objectives will be met by the implementation of LUCs:

*  Prohibition of groundwater use until such time as contaminant levels do not exceed site cleanup levels
(assured by CEA and associated WRA);

* Maintain integrity of monitoring wells nécessary to implement the remedy; and,

* Prohibit excavation without safeguards (e.g., measures to prevent exposure to contaminated
groundwater and vapor) in all areas below the water table in the plume footprint.

LUCs will be maintained and 5-year reviews will be performed for Area B until contaminant levels are shown
to allow for unrestricted use. When the concentrations of COCs fall below the remedial goals, groundwater
monitoring will be terminated in accordance with an approved exit strategy and documented in the next 5-
year review.

Although the Army may later transfer these procedural responsibilities to another party by contract, property
transfer agreement, or through other means, the Army shall retain ultimate responsibility for remedy
integrity.

Institutional restrictions described under this alternative would be incorporated into Alternatives 3, 4, 5A, 5B,
and 9. '

Long-Term Groundwater Monitoring (LTM) and Surface Water Monitoring (including Natural Attenuation
Parameters and Demonstration of MNA): The demonstration of plume remediation via MNA will- be
performed through the collection, analysis and interpretation of field and laboratory data consistent with
EPA’'s Office of Solid Waste and Emergency Response (OSWER) Policy Directive 9200.4-17, CERCLA
guidance and N.J.A.C. 7:26E-6.3(d) and (e). Data will be used to.evaiuate and predict changes in the
nature and extent of plume chemistry over time relative to groundwater standards and potential receptors
identified in the risk assessment, until RAOs are achieved and LTM can cease, or another RA is required.
Specifically, data will be used to 1) revise, as needed, the conceptual site model (CSM) developed in the R,
2) verify or revise current estimated contaminant degradation rates, and 3) revise, as needed, the detailed,
site-specific groundwater fate and transport assessment developed as a part of the Remedial Design (RD)
for determination of receptor impact or RAQ achievement.

Natural degradation of the Area B plume will be monitored from a network of groundwater wells and.surface
water locations representative of the former source area, the dissolved plumes in the unconfined, upper
semi-confined and lower semi-confined, unconsolidated aquifers, and potential receptors. The RD will
identify the final monitoring network based on the plume dimensions and the anticipated fate and migration
of the plume over time from the groundwater fate and transport assessment. This assessment will consist
of, at a minimum, an evaluation of empirical data, and as applicable, an analytical or numerical groundwater
flow, and fate and transport model. The groundwater action will include monitoring of the surface water until
the groundwater action results in COC concentrations in the Landfill Pond that are below the New Jersey
Surface Water Quality Criteria.

The frequency of sampling and the analytical suite of parameters will be defined in the RD, with the
following schedule established herein as the minimum basis for the RD: quarterly for the first two years
following Remedy-In-Place (RIP), semi-annually thereafter until the CERCLA mandated five year review,
then every five years for the remainder of the initial 30-year planning horizon identified in the RD until
achievement of RAOs and Remedy Complete (RC), which is currently estimated at 100 years. The
analytical suite of parameters 1o be monitored and reported for each sampling event will be those COCs
identified in the FS: PCE, TCE, cis-1, 2-DCE and VC. To document that aquifer conditions are conducive to
long-term reductive dehalogenation of the COCs, biogeochemical indicator parameters will be analyzed at a
reduced frequency relative to VOC COCs, and from a reduced subset of monitoring locations. The following
schedule will be foliowed for biogeochemical parameter monitoring: quarterly for the first year; annually for
years two through five and completion of the first five year review; then every five years for the remainder of
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the projected duration of the MNA remedy. The RD will determine the biogeochemical monitoring network
and analytical suite, which will consist of, at a minimum: total organic carbon (TOC), nitrate, total and
dissolved iron, sulfate and the following field measured parameters: pH, DO, ORP, temperature, and
specific conductance.

Public Education: Public awareness of the hazards present at the site will continue to be maintained through
public meetings and posting of signs, as needed. ’

Emergency Provisions: In the event of an unexpected deterioration of site conditions resulting in an
increased threat to public health and the environment, emergency measures are outlined to allow prompt
attention to the problem. Existing emergency provisions, if any, would be identified and updated.

As previously discussed, buried munitions have been unearthed at this site. The discoveries included
potentially live ordnance items as well as bulk uncased high explosives (HE). While it is not anticipated that
this remedial alternative will require the installation of additional groundwater monitoring wells, UXO
avoidance will be required if new wells are installed.

2103 Alternative 3: In Situ Chemical Oxidation and MNA

Estimated Capital Cost: $2,046,800
Estimated O&M Cost: $518,200 .
Estimated Present Worth Cost: $2,565,000

Alternative 3 proposes use of liquid permanganate to chemically oxidize chiorinated VOCs (primarily VC) in
the areas of in situ remediation to a threshold VC concentration of 20 ug/l, after which MNA can proceed to
attainment of RAOs/ARARs. Permanganate is a strong oxidant with a long history of safe use in drinking
water, wastewater, and chemical manufacturing industries. Chemical oxidation using permanganate in soil
and groundwater can be achieved by the passive addition of the oxidant into the treatment zone. The
permanganate reacts with all reduced species in the aquifer, including chiorinated compounds.
Permanganate in the form of KMnO4 would be added to the Area B chlorinated VOC pilume. The
permanganate disperses through the aquifer through groundwater flow and gravitation effects.

One concern with this alternative is the release of unreacted KMnO4 to surface water. However, due to the
high metal levels in soil at Picatinny and the contaminants found within the Area B plume, it is unlikely that
permanganate would reach a discharge point. If permanganate were to reach the interface with ponds or
surface drainage ditches, organic material in the sediments would likely react with the permanganate
immediately, preventing any transport downstream. The possibility of non-point source discharge will be
investigated and compliance with any substantive requirement for surface water discharge will be ensured.
Loading of permanganate to the groundwater will be adjusted such that breakthrough to the surface water is
prevented.

The following technologies and actions are incorporated into this alternative:

Injection of Potassium Permanganate. In situ chemical oxidation facilitates oxidation processes within the
subsurface by direct injection into the Area B groundwater chlorinated VOC plume. The RD will detail all
aspects of the final remediation program. Potassium permanganate injection, well installation and wetlands
disturbance will be detailed in the RD, which will include the substantive requirements of NJDEP for these
activities. Direct-push injection wells will be installed in the areas of remediation to inject KMnO, into the
subsurface. Carus Chemical, distributor of the KMnO,, has designed a chemical delivery system that will be
available for rental at the site. The permanganate will be shipped to the site in Cycle Bins consisting of 3300
pounds of permanganate each. With a rented forklift, the Cycle Bin is placed above a mix tank, where the
permanganate is diluted in water. The three percent solution is then pumped to a storage tank. From the
storage tank, the solution is pumped through the injection manifold and into each manifold leg and injection
point. Modular manifold systems have been constructed for other permanganate application projects for 30
simultaneous injections. The system consists of a pre-manifold header with a totalizing flow meter, valving,
and temperature and pressure gauges. From here the solution is-conveyed to the polyvinyl chioride (PVC)
pressure hoses for distribution. Each manifold line consists of PVC pressure tubing, a digital flow meter, and
pressure gauge.

February 2009 : Record of Decision
Final 2-16 ) Area B (PICA 205)



Three 2-inch diameter wells will be installed to monitor the chemical quality of groundwater downgradient of
the injection points as well as within the areas of remediation.

Technical and construction oversight would be required prior to and during the installation of-the in situ
chemical oxidation system. Typically, a more comprehensive data review and a site visit and meeting will be
conducted by the design group. In addition, while the in situ chemical oxidation system is being installed
(approximately 12 weeks), a field engineer, quality control officer, and health and safety manager would be
required to be on-site.

Additional costs for the in situ chemical oxidation system would include the performance of a bench scale
and pilot-scale test to determine KMnO, requirements, pumping duration, etc. Also included in the cost of
this alternative are insurance, bonds, and a contingency factor.

Institutional Restrictions: Since contamination would remain on-site while treatment and MNA are taking
place, LUCs, as described under Alternative 2, would be required as part of this alternative.

Long-Term Groundwater and Surface Water Monitoring (including Natural Attenuation Parameters and
Demonstration of MNA): MNA will be used to remediate the mass of contaminants remaining in the areas of
remediation once the VC concentration in the targeted areas is reduced to 20 ug/L. In addition, MNA will be
used to demonstrate chemical reduction in the remaining portions of the plume. It is estimated from the
degradation constant calculated for the site that the groundwater quality will be in compliance with ARARs
after 30 years. Following the in situ chemical oxidation duration of 2 years, the total duration for remediation
is estimated to be 32 years. The target cleanup level for VC, and the injection and remediation timeframes
were calculated based on the results of four different methodologies and literature reviews used to evaluate
and estimate the degradation rates for select VOCs (VC, TCE, and cis-1, 2-DCE) at the site. The data from
each method were examined and compared in order to determine the most accurate method considering
the amount of available data. Detailed descriptions of each method and additional information regarding the
process in which target cleanup levels and remediation timeframes were determined can be found in
Section 7.0 of the Final Area B Groundwater Feasibility Study (1T, 2002).

The demonstration of plume remediation via active chemical oxidation and then MNA will be performed
through the collection, analysis and interpretation of field and laboratory data consistent with EPA’s Office of
Solid Waste and Emergency Response (OSWER) Policy Directive 9200.4-17, CERCLA guidance and
N.J.A.C. 7:26E-6.3(d) and (e). Data will be used to evaluate and predict changes in the nature and extent of
plume chemistry over time relative to groundwater standards and -potential receptors identified in the risk
assessment until RAOs are achieved and LTM can cease. Specifically, data will be used to 1) revise, as
needed, the CSM developed in the RI, 2) verify or revise current estimated contaminant degradation rates,
and 3) revise, as needed, the detailed, site-specific groundwater fate and transport assessment deveIoped
as a part of the RD for determination of receptor impact or RAO achievemnent.

The chemical oxidation program and natural degradation of the remainder of the Area B plume will be
monitored from a network of groundwater wells and surface water locations representative of the former
source area, the dissolved plumes in the unconfined, upper semi-confined and lower semi-confined,
unconsolidated aquifers, and potential receptors. The groundwater action will include monitoring of the
surface water until the groundwater action results in COC concentrations in the Landfill Pond that are below
the New Jersey Surface Water Quality Criteria. The RD will identify the final monitoring network based on
the current plume dimensions, and the anticipated fate and migration of the plume over time from the
groundwater fate and transport assessment. This assessment will consist of, at a minimum, an evaluation
of empirical data and as applicable, an analytical or numerical groundwater flow, and a fate and transport
model.

The frequency of sampling and the analytical suite of parameters will be defined in the RD, with the
following schedule established herein as the minimum basis for the RD: quarterly for the first year following
the initial chemical oxidation treatment of the groundwater to monitor performance of the chemical oxidation
program and degradation of the plume to the 20 ug/l VC threshold; quarterly for years two and three to verify
the aquifer will support natural biodegradation of the remainder of the plume; then annually for years four
and five until the first five year review; then every five years for the remainder of the 30-year planning
horizon, until achievement of RAOs, which is currently estimated at 30 years. The analytical suite of
parameters to be monitored and reported for each sampling event will be those COCs identified in the FS:
PCE, TCE, cis-1, 2-DCE and VC. To document aquifer conditions are stable to continue to promote long-
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term reductive dehalogenation of the COCs, biogeochemical indicator parameters will be analyzed on a
reduced frequency relative to VOC COCs and from a reduced subset of monitoring locations. The following
schedule will be followed for biogeochemical parameter monitoring: quarterly for the first year following the
attainment of the 20 ug/l threshold (year 2); annually for years two through five and completion of the first
five year review; then every five untit RC at year 30. The RD will determine the biogeochemical monitoring
network and analytical suite, which will consist of, at a minimum: Total Organic Carbon (TOC), nitrate, total
and dissolved iron, sulfate and the following field measured parameters: pH, DO, ORP, temperature, and
specific conductance.

Public Education: Public awareness of the hazards present at the site will be achieved through public
meetings and posting of signs, as needed.

Emergency Provisions: In the event of an unexpected deterioration of site conditions resulting in an
increased threat to public health and the environment, emergency measures are outlined to allow prompt
attention to the problem. Existing emergency provisions, if any, would be identified and updated.

As previously discussed, buried munitions have been unearthed at this site. The discoveries included
potentially live ordnance items as well as bulk uncased HE. This remedial alternative will require the
installation of new groundwater monitoring wells and direct push injection points. These intrusive activities
will require UXO avoidance techniques.

2104 Alternative 4: In Situ Ferox Iron Slurry Injection with Pneumatic Fracturing (PF) and
MNA

Estimated Capital Cost: $2,354,900
Estimated O&M Cost: $504,400
Estimated Present Worth Cost: $2,859,300

Alternative 4 involves the implementation of in situ iron slurry injection (trade name Ferox), which is a
patented technology owned by ARS Technologies. Implementation of the Ferox technology, through the
injection of zero-valent iron (ZVI) powder into the aquifer matrix with nitrogen gas, will reduce chlorinated
VOCs in the unconfined and upper semi-confined aquifers. The system will be comprised of 208 and 35
direct-push injections in the unconfined and upper semi-confined aquifers, respectively, preceded by
“pneumatic fracturing (PF) of the aquifer matrix. Groundwater monitoring wells will be installed to monitor
system effectiveness. The Ferox technology will be used to remediate contamination in the targeted areas.
The remediation system will consist of iron slurry, nitrogen gas, transfer pumps, and injection points. The
remainder of the plume will be treated by MNA.

‘The following technologies and actions are incorporated into this alternative:

Injection of Iron Powder Slurry and Nitrogen Gas This action will include activities such as PF of the aquifer
matrix, installation of approximately 243 direct-push injection wells, and injection of iron-slurry with nitrogen
. gas (carrier gas) into the subsurface. Iron slurry injection, well installation and wetlands disturbance will be
detailed in the RD, which will include the substantive requirements of NJDEP for these activities. The in situ
iron slurry injection system itself will require an engineering design.

Institutional Restrictions: Since contamination would remain on-site while treatment and MNA are taking
place, LUCs, as described under Alternative 2, would be required as part of this alternative.

Performance Monitoring: Following the initial Ferox injection and RIP, performance of the Ferox treatment
program will consist of soil and groundwater sampling. Ten soil borings will be advanced at the beginning of
the monitoring period to assess the distribution of the iron powder and chloride. Groundwater samples will
be collected from six wells in the unconfined aquifer and five wells in the upper semi-confined aquifer
quarterly for eight- quarters. The groundwater samples will be analyzed for VOCs and target analyte list
(TAL) metals. A change in redox state may mobilize some metals that were previously immobile by allowing
them to become soluble. Analyzing for TAL metals will monitor any changes.

Long-Term Groundwater and Surface Water Monitoring (including Natural Aftenuation Parameters and
Demonstration of MNA): MNA will be used to remediate the mass of contaminants remaining in the areas of
remediation once the VC concentration in the targeted areas is reduced to 20 pg/L. It is estimated from the
degradation constant calculated for the site that the groundwater concentration will be in compliance with
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ARARs after approximately 30 years. Following the reduction in concentration by in situ iron slurry injection
(not to exceed 2 years), the total duration for remediation is estimated to be 32 years. The target cleanup
level for VC and the injection and remediation timeframes were calculated based on the resuits of four
different methodologies and literature reviews used to evaluate and estimate the degradation rates for
select VOCs (TCE, cis-1,2-DCE, and VC) at the site. The data from each method was examined and’
compared in order to determine which method was most accurate considering the amount of available data.
Detailed descriptions of each method and additional information regarding the process in which target
cleanup levels and remediation timeframes were determined can be referenced in Section 7.0 of the Final
Area B Groundwater Feasibility Study (IT, 2002).

The demonstration of plume remediation via MNA will be performed through the collection, analysis and
interpretation of field and laboratory data consistent with EPA’s Office of Solid Waste and Emergency
Response (OSWER) Policy Directive 9200.4-17, CERCLA guidance and N.J.A.C. 7:26E-6.3(d) and (e).
Data will be used to evaluate and predict changes in the nature and extent of plume chemistry over time
relative to groundwater standards and potential receptors identified in the risk assessment until RAOs are
achieved and LTM can cease, or another RA is required. Specifically, data will be used to 1) revise, as
needed, the conceptual site model (CSM) developed in the RI, 2) verify or revise current estimated
contaminant degradation rates, and 3) revise, as needed, the detailed, site-specific groundwater fate and
transport assessment developed as a part of the Remedial Design (RD) for determination of receptor impact
or RAO achievement.

Natural degradation of the remainder of the Area B plume will be monitored from a network of groundwater
wells and surface water locations representative of the former source area, the dissolved plumes in the
unconfined, upper semi-confined and lower semi-confined, unconsolidated aquifers, and potential receptors.
The groundwater action will include monitoring of the surface water until the groundwater action results in
COC concentrations in the Landfill Pond that are below the New Jersey Surface Water Quality Criteria. The
RD will identify the final monitoring network based on the current plume dimensions, and the anticipated fate
and migration of the plume over time from the groundwater fate and transport assessment. This
assessment, at a minimum, will consist of an evaluation of empirical data, and as applicable, an analytical or
numerical groundwater flow, and fate and transport model.

Public Education: Public awaréness of the hazards present at the site will be achieved through public
meetings and posting of signs, as required.

Emergency Provisions: In the event of an unexpected deterioration of site conditions resulting in an
increased threat to public health and the environment, emergency measures are outlined to allow prompt
attention to the problem. Existing emergency provisions, if any, would be identified and updated.

As previously discussed, buried munitions have been unearthed at this site. The discoveries included:
potentially live ordnance items as well as bulk uncased HE. This remedial alternative will require the
installation of new groundwater monitoring wells and direct push injection points. These intrusive activities
will require UXO avoidance techniques.

2.10.5 Alternative 5A: In Situ Enhanced Bioremediation and MNA

Estimated Capital Cost: $702,500
Estimated O&M Cost : $596,400
Estimated Present Worth Cost: $1,298,900

Alternative 5A originally proposed the injection of HRC, a proprietary chemical that accelerates the growth
and activity of anaerobic reductive dechlorinating microbes in the aquifer by providing slow-release
hydrogen. The technology originated out of the fertilizer industry, in which slow-release oxygen fertilizers -
were developed for water-saturated environments. HRC has been used at a variety of sites to treat
chlorinated VOCs since its introduction as an innovative remedial alternative product in 1997. Since its
introduction, HRC injection has gained wide acceptance as one of the ways to enhance bioremediation.
Additionally, as stated in Section 2.5, it is now recognized that Area B RAOs can be achieved using any one
of a variety of substances that act as biostimulants for the reductive dechlorination process. These
substances include substrates such as molasses, cheese whey and sodium lactate, the effectiveness of
which have been proven at a variety of contaminated sites. Additionally, such substances have been shown
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to be potentially capable of achieving RAOs in a reduced timeframe. Biostimulant injection, well instaliation
and wetlands disturbance will be detailed in the RD, which will include the substantive requirements of
NJDEP for these activities.

The following technologies and actions are incorporated into this alternative:

Injection of Biostimulant: The biostimulant will be introduced into the aquifer either by direct-push technology
(DPT) or through constructed injection wells. The FS identified that approximately 358 direct push injection
points would be required to reduce the VC concentration to 20 pg/L, the concentration at which MNA will be
viable as a polishing step.

Institutional Restrictions: Since contamination would remain on-site while treatment and MNA are taking
place, LUCs, as described under Alternative 2, would be required as part of this alternative.

Performance Monitoring: To demonstrate the effectiveness of the biostimulant and distribution system on
the bioremediation of chlorinated VOCs, particularly VC, performance monitoring of groundwater will be
performed. Groundwater samples will be collected from monitoring wells from within the treated areas, and
upgradient and downgradient regions. Six wells in the unconfined aquifer and five wells in the upper semi-
confined aquifer will be sampled quarterly for the first two years. These groundwater samples will be
analyzed for VOCs (each event) and biodegradation indicator parameters, listed below in the LTM/MNA
section (each event for the first year, then semi-annually during year two).

Long-Term Groundwater and Surface Water Monitoring (including Natural Attenuation Parameters and
Demonstration of MNA): MNA will be used to remediate the mass of contaminants remaining in the areas of
remediation once the VC concentration in the targeted areas is reduced to 20 ug/L. In addition, MNA will be
used to demonstrate chemical reduction in the remaining portions of the plume. It is estimated from the
degradation constant calculated for the site that the groundwater quality will be in compliance with ARARs
after 30 years. From the initial biostimulant injection through maintenance injections {not to exceed 2 years)
and MNA, the total duration for remediation is estimated to be 32 years. This estimate is conservative,
particularly with the chemical treatment technologies, and will serve as a maximum time required for further
contaminant reduction. It may also eliminate the need for additional injections.

The demonstration of piume remediation via MNA will be performed through the collection, analysis and
interpretation of field and laboratory data consistent with EPA’'s Office of Solid Waste and Emergency
Response (OSWER) Policy Directive 9200.4-17, CERCLA guidance and N.J.A.C. 7:26E-6.3(d)-and (e).
Data will be used to ‘evaluate and predict changes in the nature and extent of plume chemistry over time
relative to groundwater ARARs and potential receptors identified in the risk assessment until RAOs are
achieved and LTM can cease, or another RA is required. Specifically, data will be used to 1) revise, as
needed, the CSM developed in the RI, 2) verify or revise current estimated contaminant degradation rates,
and 3) revise, as needed, the detailed, site-specific groundwater fate and transport assessment developed
as a part of the RD for determination of receptor impact or RAO achievement.

Natural degradation of the remainder of the Area B plume will be monitored from a network of groundwater
wells and surface water locations representative of the former source area, the dissolved plumes in the
unconfined, upper semi-confined and lower semi-confined, unconsolidated aquifers and potential receptors.
The groundwater action will include monitoring of the surface water until the groundwater action results in
COC concentrations in the Landfill Pond that are below the New Jersey Surface Water Quality Criteria. The
RD will identify the final monitoring network based on the plume dimensions, and the anticipated fate and
migration of the plume over time from the groundwater fate and transport assessment. This assessment, at
a minimum, will consist of an evaluation of empirical data, and as applicable, an analytical or numericai
groundwater flow, fate and transport model.

The frequency of sampling and the analytical suite of parameters will be defined in the RD, with the
following schedule established herein as the minimum basis for the RD: quarterly for the first two years
following attainment of the 20 ug/i threshold concentration (years 3 and 4), semi-annually for year five and
completion of the first five year review, then every five years for the remainder of the 30-year planning
horizon, until achievement of RAOs, which is currently estimated at 30 years. The analytical suite of
parameters to be monitored and reported for each sampling event will be those COCs identified in the FS:
PCE, TCE, cis-1, 2-DCE and VC. To document aquifer conditions are stable to continue to promote long-
term reductive dehalogenation of the COCs, biogeochemical indicator parameters will be analyzed on a
reduced frequency relative to VOC COCs and from a reduced subset of monitoring locations. The following
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schedule will be foliowed for biogeochemical parameter monitoring: quarterly for the first year following the
attainment of the 20 ug/l threshold (year 3); annually for years four and five; then every five years through
the 25-year planning horizon, pius one 5-year revision until RC at year 30. The RD will determine the
biogeochemical monitoring network and analytical suite, which will consist of, at a minimum: total organic
carbon (TOC), nitrate, total and dissolved iron, sulfate and the following field measured parameters: pH, DO,
ORP, temperature, and specific conductance.

* Public Education: Public awareness of the hazards present at the site will be achleved through public
meetings and posting of signs, as necessary.

Emergency Provisions: In the event of an unexpected deterioration of site conditions resulting in an
increased threat to public health and the environment, emergency measures are outlined to allow prompt
attention to the problem. Existing emergency provisions, if any, would be identified and updated.

As previously discussed, buried munitions have been unearthed at this site. The discoveries included
potentially live ordnance items as well as bulk uncased HE. This remedial alternative will require the
installation of new groundwater monitoring wells and direct push |nject|on points. These intrusive activities
will require UXO avoidance techniques.

2.10.6 Alternative 5B: Expedited In Situ Enhanced Bioremediation

Estimated Capital Cost: $1,143,600
_ Estimated O&M Cost: $404,600
Estimated Present Worth Cost: $1,548,200

Alternative 5B involves implementation of in situ enhanced bioremediation within a shortened/expedited
timeframe. Alternative 5B will achieve compliance with groundwater ARARs within seven years. Therefore,
MNA as a polishing step will not be required. The FS identified that the expedited restoration timeframe will
be achieved through an increased number of biostimulant injections and expanded treatment area. To
achieve the 7-year restoration time, the entire groundwater plume will be actively treated. To assure
Alternative 5B is as robust as possible in terms of meeting the 7-year cleanup time frame, the addition of
. other similar reagents, such as molasses, cheese whey or sodium lactate is included for consideration in the
final Remedial Design, as identified in Section 2.5.

The fdllowing technologies and actions are incorporated into this alternative:

Injection of Biostimulant: The RD will detail the final remedial system. Biostimulant will be delivered to
groundwater via direct push points, or constructed injection wells, or a combination of both, in one or more
phases to assure RAOs are achieved within the 7-year timeframe. The FS identified that approximately 500
biostimulant injection points will be required. On an equivalent basis, injection via wells may require up to
six (6) linear traverses with eleven (11) wells each in the unconfined aquifer, oriented perpendicular to
groundwater flow and spaced hydraulically downgradient based on groundwater velocities, and up to three
(3) traverses of eleven (11) wells each in the upper semi-confined aquifer, with the same orientation and
aquifer specific spacing. Barrier lines of wells may be installed incrementally, béginning with the most
‘upgradient traverse relative to the highest dissolved phase concentrations, followed by installation of
successive lines hydraulically downgradient as the resolution of COC mass reduction at one line is realized.
The RD will detail the final optimum injection network, arrived at through use of an area-specific
groundwater flow and COC fate numerical model. Details of biostimuiant injection, well installation and
wetlands disturbance will be detailed in the RD, which will include the substantive requirements of NJDEP
for these activities.

In comparison to Alternative 5A, the major changes in capital costs include an increase in biostimulant, an
increase in DPT points or an exchange of points with conventional wells, and oversight for the expanded
treatment area. The major change in O&M costs includes the elimination of MNA (sampling, analysis,
modeling, and reporting).

Institutional Restrictions: Since contamination would remain on-site while treatment is taking place, LUCs,
as described under Alternative 2, would be required as part of this alternative.

Performance Groundwater and Surface Water Monitoring: The demonstration of plume remediation via
expedited in situ enhanced biodegradation will be performed through the collection, analysis and
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interpretation of field and laboratory data as detailed in the final RD. Data will be-used to evaluate and
predict changes in the nature and extent of plume chemistry over time relative to groundwater ARARs and
potential receptors identified in the risk assessment untit RAOs are achieved on or before the 7-year RC
target. Specifically, data will be used to 1) revise, as needed, the CSM developed in the RI, 2) verify or
revise current estimated contaminant degradation rates, 3) design and implement additional focused
biostimulant injections, and 4) revise, as needed, the detailed, site-specific groundwater fate and transport
assessment developed as a part of the RD for determination of receptor impact or RAO achievement

Degradation of the Area B plume will be monitored from a network of groundwater well and surface water
locations representative of the former source area, the dissolved plumes in the unconfined, upper semi-
confined and lower semi-confined, unconsolidated aquifers, and potential receptors. The groundwater
action will include monitoring of the surface water until the groundwater action results in COC
concentrations in the Landfill Pond that are below the New Jersey Surface Water Quality Criteria. The RD
will identify the final monitoring network based on the current plume dimensions, and the anticipated fate
and migration of the plume over time from the groundwater fate and transport assessment. This
assessment, at a minimum, will consist of an evaluation of empirical data, and as applicable, an analytlcal or
numerical groundwater flow, and fate and transport model.

The frequency of sampling and the analytical suite of parameters will be defined in the RD, with the
following schedule established herein as the minimum_basis for the RD: quarterly for the two years
following RIP during the period of more frequent recurring biostimulant injections; semi-annually years three
through five, then annually years six and seven. The analytical suite of parameters to be monitored and
reported for each sampling event will be those COCs identified in the FS: PCE, TCE, cis-1,2-DCE and VC.
To document aquifer conditions have been suitably modified to promote expedited in situ enhanced
biodegradation of the COCs, biogeochemical indicator parameters will be analyzed on a reduced frequency
relative to VOC COCs and from a reduced subset of monitoring locations. The following scheduie will be
followed for biogeochemical parameter monitoring: quarterly for the first year; then semi-annually the
second and third years, then annually years four through seven. The RD will determine the biogeochemical
monitoring network and analytical suite, which will consist of, at a minimum: total organic carbon (TOC),
nitrate, total and dissolved iron, sulfate and the following field measured parameters: pH, DO, ORP,
temperature, and specific conductance.

Public Education: Public awareness of the hazards present at the site will be achieved through public
meetings and posting of signs, as necessary.

Emergency Provisions: In the event of an unexpected deterioration of site conditions resulting in an
increased threat to public health and the environment, emergency measures are outlined to allow prompt
attention to the problem. Existing emergency provisions, if any, would be identified and updated.

As previously discussed, buried munitions have been unearthed at this site. The discoveries included
potentially live ordnance items as well as bulk uncased HE. This remedial alternative will require the
installation of new groundwater monitoring wells and direct push injection points. These intrusive activities
will require UXO avoidance techniques.

2.10.7 Alternative 9: Configured Groundwater Extraction Wells for Contaminant Mass Removal
and MNA

Estimated Capital Cost: $899,200
Estimated O&M Cost: $2,730,500
Estimated Present Worth Cost: $3,629,700

The mass removal-configured extraction wells will be able to reduce groundwater contamination to the VC
concentration threshold of 20 ug/l by extracting groundwater from the targeted areas of remediation and
treating it above ground at a treatment plant before natural biodegradation will treat the remainder of the
plume. The FS estimated 18 years to reach the VC threshold, with 30 years required to assure attainment
of chemical-specific ARARs at receptor points of exposure. The system will be comprised of extraction
pumps, a collection tank, an air stripper, and a carbon adsorption system. This alternative will utilize a newly
constructed treatment plant located in close proximity to the groundwater plume.

This alternative will reqUire the following actions:
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e Design and construction of a groundwater treatment plant, including Air Stripping/Vapor Phase
Carbon Treatment and Aqueous Phase Carbon Absorption Polishing.

e Installation of five extraction wells: Two wells will be installed in the unconfined aquifer and two
installed in the upper semi-confined aquifer of Region 1, and one in the unconfined aquifer of
Region 2.

s Discharge to Surface Water (GPB)

Institutional Restrictions: Since contamination would remain on-site white treatment and MNA are taking
place, LUCs, as described under Alternative 2, would be required as part of this alternative.

Long-Term Groundwater and Surface Water Monitoring (including Natural Attenuation Parameters and -
- Demonstration of MNA): The demonstration of plume remediation via groundwater extraction and then
MNA will be performed through the collection, analysis and interpretation of field and laboratory data
consistent with EPA’s Office of Solid Waste and Emergency Response (OSWER) Policy Directive 9200.4-
17, CERCLA guidance and N.J.A.C. 7:26E-6.3(d) and (e). Data will be used to evaluate and predict
changes in the nature and extent of plume chemistry over time relative to groundwater ARARS and potential
receptors identified in the risk assessment, until RAOs are achieved and LTM can cease, or another RA is
required. Specifically, data will be used to 1) revise, as needed, the CSM developed in the RI, 2) verify or
revise current estimated contaminant degradation rates, and 3) revise, as needed, the detailed, site-specific
groundwater fate and transport assessment developed as a part of the RD for determination of receptor
impact or RAO achievement. '

Aquifer cleanup via groundwater extraction and natural degradation of the remainder of the Area B plume
will be monitored from a network of groundwater wells and surface water locations representative of the
former source area, the dissolved plumes in the unconfined, upper semi-confined and lower semi-confined,
unconsolidated aquifers, and potential receptors. The groundwater action will include monitoring of the
surface water until the groundwater action results in COC concentrations in the Landfill Pond that are below
the New Jersey Surface Water Quality Criteria. The RD will identify the final monitoring network based on
the current plume dimensions, and the anticipated fate and migration of the piume over time from the
groundwater fate and transport assessment, which will consist of, at a minimum, an evaluation of empirical
data and, as applicable, an analytical or numerical groundwater flow, and fate and transport model.

The frequency of sampling and the analytical suite of parameters will be defined in the RD, with the
following schedule established herein as the minimum basis for the RD: Annually through attainment of the
20 ug/l VC concentration threshold; quarterly for the first two years following attainment of the 20 ugl/l
threshold concentration (years 19 and 20); annually for years 21 and 22, then every five years until ARARs
are attained. The analytical suite of parameters to be monitored and reported for each sampling event will
be those COCs identified in the FS: PCE, TCE, cis-1, 2-DCE and VC. To document aquifer conditions are
stable to continue to promote long-term reductive dehalogenation of the COCs, biogeochemical indicator
parameters will be analyzed on a reduced frequency relative to VOC COCs and from a reduced subset of
monitoring locations. The following schedule will be followed for biogeochemical parameter monitoring:
quarterly for the first year following the attainment of the 20 ug/l threshold (year 19); annually for years 20
and 21; then every five years until RC. The RD will determine the biogeochemical monitoring network and
analytical suite, which will consist of, at a minimum: TOC, nitrate, total and dissolved iron, sulfate and the
following field measured parameters: pH, DO, ORP, temperature, and specific conductance.

Public Education: Public awareness of the hazards present at the site will be achieved th'rough public
meetings and posting of signs, as required. '

Emergency Provisions: In the event of an unexpected deterioration of site conditions resulting in an
increased threat to public health and the environment, emergency measures are outlined to allow prompt
attention to the problem. Existing emergency provisions, if any, would be identified and updated.

As previously discussed, buried munitions have been unearthed at this site. The discoveries included
potentially live ordnance items as well as buik uncased HE. This remedial alternative will require the
installation of new groundwater monitoring wells and direct push injection points. These intrusive activities
will require UXO avoidance techniques.
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211 COMPARATIVE ANALYSIS OF ALTERNATIVES

The Army and USEPA selected the preferred alternative by evaluating each of the alternatives against the
nine criteria established by USEPA. These criteria are described below.

The advantages and disadvantages of each of the alternatives were compared using the nine CERCLA -
evaluation criteria established by USEPA in Section 300.430(e) of the NCP. The detailed comparative
analysis of all the alternatives is provided in the FS for Area B; a summary of this comparison is provided in
the following text.

2111 Threshold Criteria (must be met)
21111 Overall Protection of Human Health and the Environment

This criterion addresses whether each aiternative provides for protection of human health and the
environment by eliminating,- reducing, or controlling exposure to human or environmental receptors.
_Alternatives 3, 4, 5A, 5B and 9 would provide protection to human health and the environment. Alternatives
3,4, 5A, 5B, and 9 would reduce contaminant concentrations to ARARs through treatment, and LUCs would
remain in effect during the treatment period. Alternative 2 affords human health protection only through the
maintenance and implementation of LUCs, primarily the groundwater use restrictions, with the additional
benefit of ambient aquifer-driven COC biodegradation. Alternative 1 is least protective, having no use
restrictions to afford short-term protection, relying solely on ambient aquifer driven biodegradation

211.1.2 Compliance with ARARs

This criterion addresses whether a remedy would meet all of the ARARs related to the hazardous
substances at the site and the circumstances of their release. Alternative 1, No Action, was considered as
the CERCLA required baseline remedy, which may ultimately meet ARARs as a result of ambient aquifer
driven biodegradation. However, monitoring and measuring the progress of biodegradation processes is
not part of the alternative. Alternatives 2, 3, 4, 5A, 5B and 9 are expected to meet ARARSs as a result of
ambient aquifer conditions or engineered/enhanced conditions. '

211.2 Primary Balancing Criteria (identifies major trade-offs among alternatives)
2.11.21 Long-term Effectiveness and Permanence

This criterion addresses the remaining risk and the ability to protect human health and the environment over
time once cleanup levels have been met.

Alternatives 2, 3, 4, 5A, 5B and 9 all reduce contaminant mass while achieving ARARs, thereby
permanently restormg groundwater quality and designated uses of groundwater.

211.2.2 Short-term Effectiveness

This criterion addresses impacts to the community and site workers during cleanup including the amount of
time it takes to complete the action, or in other words, the amount of time that groundwater remains
impacted above ARARs.

Alternatives 1 and 2 do not poee any hazards to workers in the short term. However, neither of these
alternatives is effective in the short term, because neither remedy materially improves groundwater quality
on a short-term basis.

Of the engineered remedial alternatives, Alternative 3, in situ chemical oxidation, poses the greatest
hazards due to the potential contact with contaminated soils and groundwater while injection is taking place.
In addition, contact with the permanganate solution is a worker hazard. Alternatives 4, 5A, and 5B also
involve injection of material into the aquifer, which pose risks associated with the contaminated media and
the injection solution. In terms of short-term effectiveness, all of these remedies materially improve
groundwater quality within weeks to months following implementation, thereby reducing the time that
groundwater remains impacted above ARARs and remains a risk to workers and potential off-site
groundwater users. Alternative 5B has the highest potential for short-term effectiveness as it incorporates
an engineered remedy for the entire plume.

Alternative 9 involves the greatest amount of construction, which may cause risk to workers. Although its
time frame to reach ARARs is comparable to the other treatment remedies, it has limited effectiveness of
improving groundwater quality over the short term.
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211.2.3 Reduction of Toxicity, Mobility, or Volume through Treatment

This criterion addresses the anticipated performance of treatment systems in achieving significant
reductions in toxicity, mobility, or volume of hazardous substances as a principal threat at the site.

The remedies that best satisfy this criterion are Alternatives 3, 4, 5A, and 5B, each having a high degree of
success in permanently reducing contaminant mass and reducing VOC concentrations to ARARs, but at
variable rates and with variation in length of time that the plume remains potentially mobile. There is no
active treatment provided under Alternatives 1 and 2; however the RI/FS has shown that ambient aquifer
conditions will drive natural biodegradation of dissolved contaminant mass, but at slower rates than under
active treatment. The plume remains more mobile under these alternatives when compared to the other
alternatives. Alternatives 3 and 4 provide treatment by oxidizing (in the case of Alternative 3) or reducing (in
the case of Alternative 4) the contaminants in the groundwater and contaminants sorbed to aquifer
sediments, which significantly reduces plume mobility relative to the above alternatives. Alternatives 5A and
5B provide treatment.that relies on the enhancement of biological processes as opposed to a chemical
reaction that relies merely on contact with the contaminant. Alternatives 3, 4, and 5A by design will only
incorporate engineered remedies for a portion of the plume, with MNA treating the remainder of the plume,
thereby extending the time frame for plume mobility. Alternative 5B best meets this criterion, achieving mass
and toxicity reduction throughout the entire plume while immobilizing the plume in the shortest time frame.

Alternative 9 has a reduced chance of efficiently and effectively reducing contaminant mass from Area B
groundwater because pump and treat technology is not as efficient as other engineered in-situ remedies at
treating the contaminant mass in the immobile pore space within the aquifer; although Alternative 9 best
restricts plume mobility via hydraulic control, Further, although contaminant mass is removed from the

~ aquifer, it is not degraded to innocuous end products, but simply transferred to another form, thereby

achieving no reduction in COC toxicity.
211.24 Implementability

This criterion addresses the technical and administrative feasibility of an alternative from design through
construction and operation. Factors such as the availability of materials and services, administrative .
feasibility, and coordination with other governmental agencies are also considered.

All alternatives are readily implementable; however, approvals from other agencies would be difficult to
obtain for Alternative 1. Alternative 2 requires minimal resources, principally capital and maintenance
costs associated with a monitoring well network, the majority of which is already present. Alternatives 3,
4, 5A and 5B require extensive material handling, but little construction. Extensive construction is required
for Alternative 9 since it requires trenching, pipe fitting and treatment plant construction, operation and
maintenance. Permitting for all engineered remedies is reduced as a result of permit equivalents.

211.25 Cost

This criterion compares the difference in costs, including capital, operation, and maintenance costs.

Present worth costs were caiculated with a discount rate of seven percent for each alternative. Table 8
shows the estimated present worth and capital cost for each alternative for Area B groundwater.

There are no costs associated with Alternative 1. Alternative 2 is the most cost effective of the alternatives.
Alternative 5A, Enhanced Bioremediation with HRC, has the lowest capital cost ($702,500) and lowest O&M
cost ($596,400), making it the most cost effective of the active alternatives. Alternatives 3 and 4 have similar
capital and O&M costs. Alternative 5B, Expedited Enhanced Bioremediation with HRC, has a significantly
lower cost than Alternatives 3 and 4 and a slightly higher cost than Alternative 5A. The present worth cost
of Alternative 9 is substantially higher than that of any other alternative ($3,629,700).

211.3 Modifying Criteria (formally evaluated after the comment period)
2.11.3.1 State Acceptance

This criterion evaluates whether the State agrees with, opposes, or has no comment on the preferred
alternative. This criterion is evaluated formaily when comments on the Proposed Plan are reviewed.

State acceptance was evaluated formally after the public comment period on the Proposed Plan. The
Proposed Plan and this ROD were prepared in partnership with USEPA and NJDEP representatives. The
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NJDEP approved both the FS and the Proposed Plan for Area B groundwater. It is anticipated that the
NJDEP will concur with the selection of the preferred remedial alternatives for Area B groundwater.

NJDEP acceptance is anticipated for alternative 5B, Expedited In Situ Enhanced Bioremediation. The
primary NJDEP comment to the draft final FS was that the treatment duration for the selected remedy was
too long. Based upon the NJDEP concern over treatment duration, the Army modified the preferred
alternative with an expedited treatment time of seven years.

2.11.3.2 Community Acceptance

This criterion addresses the issues and concerns the public may have regarding each of the alternatives.
This criterion is evaluated formally when comments on the Proposed Plan are reviewed.

A final Proposed Plan for Area B groundwater was completed and released to the public in October 2005 at
the information repositories listed in Section 2.3. The notice of availability of these documents was published
on September 30, 2005 in the New Jersey Star Ledger and the Daily Record. A public comment period was
held from October 6, 2005 to November 7, 2005, during which comments from the public were received. In
general, the community appears to be in support of the Selected Remedy for Area B groundwater.
Responses to written comments received during the public comment period are presented in the
Responsiveness Summary (Section 3.0). A public meeting was held on October 6, 2005 to inform the public
about the Selected Remedy for Area B groundwater and to seek public comments. A community relations
program has been established and is maintained for Picatinny.

Community acceptance was evaluated formally after the public comment period on the Proposed Plan.
Community acceptance is addressed in the Responsiveness Summary, Section 3.0, of this ROD.

212 PRINCIPAL THREAT WASTE

The NCP establishes an expectation that USEPA will use treatment to address the principal threats posed
by a site wherever practicable (NCP §300.430[a)][1][iii}[A]). Identifying principal threat wastes combines
concepts of both hazard and risk. In general, principal threat wastes are those source materials considered
to be highly toxic or highly mobile, and that generally cannot be contained in a reliable manner or would
present a significant risk to human health or the environment should exposure occur. Conversely, non-
principal wastes are those source materials that generatly can be reliably contained and that would present
only a low risk in the event of exposure.

No principal threat wastes remain at Area B as there are no remaining primary and secondary sources of
VOCs. Groundwater contamination at Area B is the result of historical spills directly onto the ground surface.

213 SELECTED REMEDY

The Selected Remedy for Area B groundwater is Alternative 5B: Expedited In Situ Enhanced
Bioremediation.

2131 Summary of the Rationale for the Selected Remedy

The remedy for Area B groundwater was chosen through application of the CERCLA process. This
alternative will aggressively eliminate dissolved chiorinated solvent mass in groundwater in Area B,
achieving RAOs in a relatively short time frame; thereby reducing short-term risks and better assuring long
term effectiveness and permanence in a cost-effective manner. The selected remedy meets the threshold
criteria and provides the best overall balance of tradeoffs in terms of the five balancing criteria:

* Long-term effectiveness and permanence; )
* Reduction of toxicity, mobility, and volume;
®  Short-term effectiveness;

¢ Implementability; and,

* Cost.
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213.2 Description of the Selected Remedy
2.13.21 Alternative 5B: Expedited In Situ Enhanc'ed Bioremediation .-

This enhanced bioremediation system will conS|st of introduction of a biostimulant via direct-push injection,
constructed wells, or both, to increase the rate at which natural microbial degradation of COCs can proceed
to RAOs.” Such a system will assure protection of potential sensitive receptors from chemical constituents in .
groundwater in excess of chemical -specific ARARSs within seven years. On an equwalent basis:

*  Injection via wells along up to six (6) linear traverses of eleven (11) wells each in the unconfined aqun‘er

oriented perpendicularly to groundwater ﬂow and: spaced hydraullcally downgradient based on
groundwater velocmes and

Up to-three (3) traverses of eleven (11Y wells each in the upper semi-conf ned aquifer havrng the same
orientation and aquifer specific spacing, will be instailed to deliver HRC or a-simitar reagent to.the
groundwater. Barrier lines of wells may-be installed -incrementally, beginning with the most upg‘radient.
traverse relative to the highest dissolved phase concentrations, followed. by installation of successive

" lines hydraulically downgradient as the resolution of COC mass reduction at one line is realized. The
Remedial Design will detail the final optimum injection network, arrived at through use of an area

. specific groundwater flow, and COC fate numerical model.

The major components of this selected remedy include

* Injection of a biostimulant into the subsurface. The expedited restoration timeframe will be achieved
either-through direct push biostimulant injection events or multiple injections utilizing installed wells over

- an expanded treatment area. To achieve the 7-year restoration time, the entire groundwater plume will
be actively treated via a total of 500 biostimulant injection points or, alternatively, up to 99 installed
injection wells.- Figure 13 illustrates the conceptual design of this remedial action with -th_e direct-push
layout. ' i

» * Permit equivalents will be required to inject the chosen biostimulant(s) into the subsurface n addition
permit equivalents will be required for well installation and construction within wetland areas. The'
enhanced bioremediation system itself WI|| require an engineering desugn

In order to implement the enhanced bioremediation system, deSIQn and implementation plans will be
required

* . Since contamination would remain on-site while active remediaticn is taking place, LUCs ‘would be
required as part of this alternative. LUCs would prevent human exposure to contaminated groundwater
and protect construction associated with the remedial technology. The specific provisions and
requirements of the LUC portion of this remedy necessary to ensure land use remains safe and
appropriate for the level of protection afforded by the remedial action will be detailed as part of the

remedial design after the ROD is’ SIQned The following objectives will be met by implementation of
LUCs:

o Prohibition of groundwater use until such time as contaminant levels. do not exceed. snte
cleanup levels; :

o Maintain |ntegrity of - lnjection wells and monitoring wells necessary to implement the
remedy. .

-0 Prohibit excavation without safeguards (e.g.,  measures to prevent exposure to ‘
- contaminated groundwater and. vapor) in all areas below the water table in the plume
footprint. . :

Wthin 90 days of ROD signature, the Army will prepare and submit to the USEPA for review and approval a
LUC remedial  design that shall contain implementation and maintenarice actions, .including periodic
inspections.-In addition, the Army shall conduct five-year reviews in accordance with CERCLA 121 and the
NCP to ensure that the remedy is and will be protective of human health and the environment. When
concentrations of COCs fall below the remedial goals, the groundwater monitoring program  will be
discontinued upon an agreed-upon exit strategy and documented in the next ﬁve—year review.
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Summary of the Estimated Remedy Costs

The total project estimated present worth cost, if approved, is $1,548,200 for Area B groundwater. The costs
associated with Alternative 5B are follows:

Estimated Capital Cost: $1,143,600
Estimated O&M Cost:  $404,600
Present Worth: $1,548,200

The cost information in this section is based on the best available information regarding the anticipated
scope of the remedial alternatives, with flexibility in final biostimulant(s) and delivery method(s). Details on
the cost items are presented in the Final FS for Area B Groundwater (IT, 2002). Changes in the cost
elements are likely to occur as a result of new information and data collected during the work plan phase.
Major changes may be documented in the form of a memorandum in the Administrative Record file, an
Explanation of Significant Differences, or a ROD amendment. This is an order-of-magnitude engineering
cost estimate that is expected to be within +50 to —30 of the actual project cost. The lifetime O&M cost was
calculated with a seven percent discount rate.

2133 Expected Outcomes of the Selected Remedy

The preferred alternative will address the chlorinated solvents at the site by accelerating the biological
degradation of these chemicals. Such biological degradation converts these chemicals to innocuous end
products. It is expected that the full-scale treatment will reduce contaminant concentrations to ARARs,
which are protective of the identified at-risk receptors.

2.14 STATUTORY DETERMINATIONS

The selected remedy satisfies the statutory requirements of CERCLA §121 and the NCP, as described
below.

2.14.1 Protection of Human Health and the Environment

The preferred alternative for Area B groundwater relies on proven, active treatment processes to
aggressively reduce concentrations of hazardous substances in groundwater to levels below ARARs .to be
protective of at-risk receptors. Aggressive in-situ treatment will best assure protection of human health and
the environment.

2.14.2 Compliance with ARARs

The preferred alternative for Area B groundwater is expected to comply with the chemical-specific ARARs
for groundwater presented in Table 9 within seven years.

Because of th_e interconnectivity of groundwater and surface water in Area B, surface water criteria are
expected to be met as well.

The selected alternative includes institutional controls to assure protection of the human receptors. The
action- and location-specific ARARs would be met by the preferred alternative with the proper permit
equivalents. The selected alternative freats the targeted areas of contamination and involves temporary
staging of equipment and personne! within wetland areas. Location-specific ARARs presented in Table 10
will be satisfied because none of the wetlands or stream encroachment areas will be affected by
implementation of the LUCs processes in the groundwater and surface water.

Action-specific ARARs presented in Table 11 will be met by obtaining appropriate permit equivalents. All
personnel will be properly trained to handle hazardous materials in accordance with Occupational Safety
and Health Administration Act 28 CFR 1910.

2.14.3 Cost Effectiveness

In the lead agency’s judgment, the Selected Remedy is cost effective and represents a reasonable value in
the money to be spent. In making this determination, the following definition was used: “A remedy shall be
cost-effective if its costs are proportional to its overall effectiveness.” (NCP §300.430(f)(1)(ii)}(D)). This
objective was accomplished by evaluating the “overall effectiveness” of those alternatives that satisfied the
threshold criteria (i.e., were both protective of human health and the environment, and were ARAR-
compliant). Overall effectiveness was evaluated by assessing the five balancing criteria in combination
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(long-term effectiveness and permanence; short term effectiveness; reduction of toxicity and mobility, or
volume through treatment; implementability; and cost). Overall effectiveness was then compared to costs to
determine cost effectiveness. The relationship of the overall effectiveness of this remedial alternative was
determined to be proportional to its costs; hence this alternative represents a reasonable value for the
money to be spent.

The estimated present worth cost of the Selected Remedy for Area B groundwater totals approximately
$1,548,200. Although Alternative 1 (No Action) has no associated costs and under this alternative natural
attenuation of contaminants in groundwater may also occur, this alternative affords no mechanisms to
reduce the potential human exposures to the contaminants and to estimate and verify the natural
attenuation rates. Alternative 2 is the most cost effective of the alternatives. Alternative 5A, in Situ Enhanced
Bioremediation, has the lowest capital cost and lowest O&M cost, making it the most cost effective of the
active alternatives. Alternatives 3 and 4-have similar capital and O&M costs. Alternative 5B, Expedited In
Situ Enhanced Bioremediation, has a significantly lower cost than Alternatives 3 and 4, and a slightly higher
cost than Alternative 5A.

The Army believes that the Selected Remedy is cost effective and the additional cost compared to
Alternative 1 (No Action) provides a significant increase in protection to human health and the environment.
The expedited timeframe of the selected alternative also addresses the USEPA concerns over the proximity
of the plume to the southern boundary of Picatinny Arsenal.

2.14.4 Utilization of Permanent Solutions and Alternative Treatment Technologies (or
Resource Recovery Technologies) to the Maximum Extent Practicable

The Army has determined that the Selected Remedy for Area B groundwater represents the maximum
extent to which permanent solutions and treatment technologies can be utilized in a practicable manner at
the site. The Army has determined that the Selected Remedy for Area B groundwater provides the best
balance of trade-offs in terms of the five balancing criteria, while also considering:

* The statutory preference for treatment as a principal element;
* Bias against off-site treatment and disposal; and

* Regulatory and community acceptance.

The Selected Remedy for Area B groundwater employs active treatment to reduce contaminant
concentrations to levels below ARARSs, negating the potential for risk that was identified as part of the
baseline risk assessment. The Selected Remedy for Area B groundwater satisfies the criteria for long-term
effectiveness by providing a practical, permanent remedy using an in situ biodegradation treatment
methodology. The selected remedy achieves short-term effectiveness by plume degradation through active
treatment in the shortest amount of time. In addition, further reduction of risks could be accomplished

* through proper implementation of LUCs. The Selected Remedy for Area B groundwater does not present
short-term risks that cannot be effectively controlled through safe work practices. The Selected Remedy is
the most easily implemented of the engineered alternatives.

2.14.5 Preference for Treatment as a Principal Element

The Selected Remedy for Area B groundwater uses active treatment to address the Area B contaminant
plumes. The Selected Remedy provides an optimal implementation timeframe commensurate with an
effective use of funding; therefore, it is much more cost effective than the technologies that utilize passive
treatment.

214.6 Five-Year Review Requirements

Because this remedy will result in hazardous substances remaining on-site above levels that allow for
unlimited use and unrestricted exposure, statutory reviews will be conducted every five years until RAOs
have been achieved. Five-year reviews will ensure that the remedy is, or will be, protective of human health
and the environment. A five-year review of this remedy is scheduled to occur in 2011.
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The final component of the ROD is the Responsiveness Summary. The purpose of the Responsiveness
Summary is to provide a summary of the stakeholders’ comments, concerns, and questions about the
Selected Remedy for Area B groundwater and the Army’s responses to these concerns.

Some community concern has been expressed because there are still COCs in the soil at Area B. The

Army, USEPA, and NJDEP have considered all comments and concerns, summarized below, in selecting

the final cleanup methods for Area B groundwater at Picatinny.
3.1 PUBLIC ISSUES AND LEAD AGENCY RESPONSES

As of the date of this ROD, the Army endorses the preferred alternative for Area B groundwater of Expedited
Enhanced Bioremediation with HRC for the chlorinated VOC plumes. The USEPA and NJDEP support the
Army’s plan. Comments received during the public comment period on the Proposed Plan are summarized
below. :

3.1.1 Summary of Comments Received During the Public Meeting on' the Proposed Plan and
Agency Responses

The following text summarizes the Agency responses to comments received during the public meeting on
October 6, 2005. .

Comment 1: The commenter, Michael Glaab, is a resident of Jefferson Township and is on the Picatinny
Arsenal Restoration Advisory Board. He is very encouraged by the aggressive clean-up
program. He complimented everyone involved in the environmental clean-up program,
especially Ted Gabel and everyone else who's working with Ted. Mr. Glaab wanted more
details on how the injection by remediation process would clean up the two Arsenal RODs and
whether they will meet New Jersey state standards for the contaminants of concern.

Response: One of the goals is to meet New Jersey state criteria and the selected alternative was selected
based in part on the fact that the NJDEP criteria will be met in seven years upon
implementation of this alternative.

Comment 2: Michae! Glaab further noted that there are still contaminants of concern in the ground and that
a decision was made to assume that the previous clean-up program was sufficient. In addition,
he noted that Green Pond Brook (GPB) was nearby and doesn’t want the contaminants to
migrate to GPB.

Response: Contamination remaining at the site is adequately addressed through the previously
implemented remedial action for all other media as part of the Site 20/24 ROD. Quarterly
inspections are conducted to ensure the continued integrity of the implemented remedial action
for the remaining soil contamination. GPB does not appear to be impacted by the groundwater
contamination in Area B groundwater and the possibility of future impact to the brook from Area
B groundwater will be nullified upon implementation of the selected remedy.

3.2 TECHNICAL AND LEGAL ISSUES

No technical or legal issues were raised on the Selected Remedy.
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TABLE 1
SUMMARY OF XYLENE CONCENTRATIONS IN MW24-3

MW24-3

Notes:
NJ MCL - New Jersey Maximum Contaminant Level




TABLE 2
SUMMARY OF DETECTIONS IN THE UNCONFINED AQUIFER - 1994, 1997, 1998, & 1999 SAMPLING EVENTS

Acetone 2 0 0 0/ -
Benzene ol | A712 | &7el | 310 = 2.00 - 3.15 1,29 - 1.89 190 - 16.0 = 20724HP-1 | MW24-3 20724MW-3
Bromomethane o/t 272 o/ ] 0718 - 222 - 416 — = = 20/24HP-1 s e -
2-Butanone o/A| 07| 3r21 | 07117 = = 219 - 545 2= = - 20/24HP-21
Carbon disulfide 0/21 | 0742 | 0729 | 1719 e - = 0.170 = = = 20/24PZ-8
Carbon tetrachloride 1721 0/12| 0/21 | o/18 10.0 = == = MW24-3 (7/18/94) = -
Chlorobenzene g2t | Arg ] g2l 1018 130 - 200 320 110 - 125 12.0 MW24-3 (7/18/94) | 20/24HP-3 | 20/24HP-17A MW24-3 (12/6/99)
Chioroethane o/ L DT R oL Adib = = = 150 = — = MW-18 (6/23/99)
Chioroform 0/21 | o/12 ] o/21 | 4719 == = == 0.110 - 0.140 - —- - 20/24PZ-1
Chioromethane 0/21 | 6/12| 0/21 | 0/19 - 3.38 - 8.62 — — = 20/24HP-1 -
1,2-Dichloroethene (total) 0/21 | a/12 | 071 NT = 3.58 - 308 = NT = 20/24HP-12 = NT
1 1-Dichloroethene o/21 | 1/12| 2/21 | 1/19 = 917 110 - 1.23 0.425 7 20/24HP-9 | 20/24HP-25 20/24MW-5
cis-1.2-Dichloroethene NT NT 2/20 | 5/19 NT NT 724 - 162 0.180 - 250 NT NT 20/24HP-25 2024MW-3
trans-1,2-Dichloroethene NT NT 2/21 | 2/19 NT NT 0.899 - 10.6 0150 - 1.35 NT NT 20/24HP-25 20724MW-5
Ethane NT NT NT 2/8 NT NT NT 50.0 - 67.0 NT NT NT 2024MW-3
Ethene NT NT NT 3/6 NT NT NT 285 - 200 NT NT NT 2024MW-3
Ethyl benzene 2/21 | 0/12| 1/21 | 0/19 780 - 400 = 134 - MW24-3 (7/18/94) = MW24-3 =
| Methane NT NT NT 5/6 NT NT NT 15.5 - 14,000 NT NT NT — Mw2a3

4-Methyl-2-pentanone (MIBK) 1/21| o/12| ors21 | 0/19 26.0 = == = MW24-3 (4/12/94) —
Methylene chioride 0/21| 0/ | 0/21 | 5/18 = = = 0.150 - 2.90 = — = 20/24PZ-5
Toluene 2721 | 0/72] 3721 ] 2/ 300 - 100 e 0620 - 143 0.0560 - 0.330 MW24-3 (7/18/94) = MN24-3 20/24PZ-5
1.1,1-Trichloroethane ti2 | ar12 | or2t| o/ 90.0 = = = MW24-3 (7118/94) = T = =
Trichlorosthene O/ | al2] 2728 17149 = 277 - 344 | 0828 - 222 18.5 = 20/24HP-5 | 20/24HP-25 20/24MW-5
Vinyl chloride 278 | 3FI2) A4 99.0 - 160 66.6 - 1,520 | 3.04 - 273 1.70 - 1,200 MW-18 (7/13/94) | 20/24HP-9 | 20/24HP-24 20/24MW-3
m-Xylenes 173 NT NT 400 NT NT NT MW24-3 (4/12/94) NT NT NT
Total Xylenes 2 /21 |70 - 120 285 352 - 2,010 410 - 700 MW24-3 (4/12/94) | 20/24HP-3 | MW24-3 MW24-3 (3/25/99)
di-n-Butylphthalate OFH | 1412 4129 — 910 262 - 819 NT <o 20/24HP-9 | 20/24HP-24 NT
Butylbenzyl phthalate 0/21 | o/712| 3/ = o 641 - 222 NT = - MW24-3 NT
2-Chloronaphthalene 0/ 21 1712 042 - 3.10 - NT - 20/24HP-4 - NT
Dibenzofuran 0721 | OFI2 | 172 - = 171 NT = — MW24-3 NT
1,4-Dichlorobenzene 1/21| o/12| or21 3.30 = = NT MW24-3 (7/18/94) — — NT
2,4-Dimethylphenol 174 | 074 102 9.80 = 16.3 NT MW24-3 (7/18/94) — MW24-3 NT
bis(2-Ethylhexyl)phthalate 0/21 | 0/12 | 2721 = = 111 - 756 NT — — 20/24HP-24 NT |
2-Methylnaphthalene g | oi2] 1724 2,40 - 6.60 = 275 NT MW24-3 (7/18/94) — MW24-3 NT
4-Methylphenol 113 | 0/ | 0/21 360 yoe — NT MW24-3 (7/18/94) — - NT
Naphthalene 22 | 2PTE 247 890 - 23.0 2.00 - 4.10 336 - 557 NT MW24-3 (7/18/94) | 20/24HP-4 | MW24-3 NT
n-Nitrosodiphenylamine 0/21 | o/12 [ 1/21 = = 101 NT = - 20/24HP-24 NT
3-Nitrctoluene 1/21 NT NT 21.0 NT NT NT MW24-4A (7/12/94) NT NT NT
Phenanthrene 0/21 | 0/12 | 2/21 —~ e 222 - 259 NT = — MW24-3 NT
ESTICIDES (ug LSRR 3 g : SR SRS S
Aldrin 2121 | 0242 NT NT 0.0734 - 0.0794 = NT NT MW-15 (4/13/94) = NT ~ NT
delta-BHC 4/2\| o712 NT NT 0.00383 - 7.30 = NT NT MW24-4A (7/12/94) — NT NT
gamma-BHC (Lindane) 2/21| 0/12 NT NT 0.00426 - 0.00551 = NT NT MW24-4A (7/12/94) — NT NT
Endosulfan sulfate 7721 0712 NT NT 0.00304 - 0.0456 - NT NT MW-15 (11/4/83) - NT NT
Heptachlor 4721 | 0712 NT NT 0.00369 - 0.00583 = NT NT DM24-1 (7/13/94) — NT NT
Heptachlor epoxide 1721 | 0712 NT NT 0.0119 s NT NT MW24-2A (4/12/94) - NT NT
Isodrin 4 /21 NT NT NT 0.00339 - 0.0276 NT NT NT MW-15 (4/13/94) NT NT NT
Nitrocellulose 13 / 21 NT NT NT 422 - 1,130 NT NT NT DM20-2 (7/13/94) NT NT NT
PETN 2721 NT NT NT 221 - 452 NT NT NT DM24-1 (11/5/93) NT NT NT
Tetryl 2713 NT NT NT 113 - 130 NT NT NT MW24-3 (7/18/94) NT NT NT
1,3,5-Trinitrobenzene 3/13 NT NT NT | 0479 - 191 NT NT NT MW24-3 (7/18/94) NT NT NT

NT NT 6.01 NT NT NT MW24-3 (7/18/94) NT NT NT
Hydrogen [Nt [ 474 ] NT | NT NT 110 - 160 NT NT NT MW24-3 1l

Notes. NT- Not Tested Page 10f2



TABLE 2
SUMMARY OF DETECTIONS IN THE UNCONFINED AQUIFER - 1994, 1997, 1998, & 1999 SAMPLING EVENTS

Location of Highest Concentration_ =

_Chemical 1994 Data___| 1997 Data | 1998 Data | 1999 Data
Aluminum 19 /20 NT NT NT 152 - 40,800 NT NT NT DM20-1 (7/13/94) NT NT NT
Antimony 1720 NT 0/8 NT 701 NT - NT MW24-2A NT = NT
Arsenic 16 7 20 NT 4/8 NT 253 - 352 NT 2.00 - 330 NT MW-18 (11/6/93) NT MW-18 CONT
Barium 20 /20 NT NT NT 16.4 - 1,190 NT NT NT MW-18 (7/13/94) NT NT CNT
Beryllium 4720 NT 0/8 NT 114 - 292 NT = NT DM20-1 (7/13/94) NT NT
Calcium 20 /20 NT NT NT 10,600 - 197,000 NT NT NT MW-18 (7/13/94) NT NT NT
Chromium 6 /20 NT NT NT 193 - 920 NT NT NT DM20-1 (7113/94) NT NT NT
Cobalt 2720 NT NT NT 329 - 408 NT NT NT MW24-2A NT NT NT
Copper 4720 NT NT NT 19.9 - 170 NT NT NT DM20-1 (7/13/94) NT NT NT
Iron 20 /20 NT NT NT 6,370 - 178,000 NT NT NT DM20-1 (7/13/94) NT NT NT
Lead 1272 NT NT NT 6.49 - 123 NT NT NT DM20-1 (7/13/94) NT NT NT
Magnesium 20 / 20 NT NT NT 3,480 - 66,600 NT NT NT MW24-2A NT NT NT
Manganese 20 / 20 NT 8/8 NT 288 - 3,840 NT 230 - 1,400 NT MW24-2A NT MW24-3 NT

| Mercury 4/2 | NT NT NT 0.100 - 0.315 NT ~NT NT MW24-3 (4/12/94) NT ONT - ONT
Nickel 2720 NT NT NT 403 - 795 NT NT NT DM20-1 (7/13/94) NT NT NT
Potassium 19720 NT NT NT 1,400 - 9,350 NT NT NT DM24-1 (4/13/94) NT NT NT
Silver 3/2 NT NT NT 0475 - 3.14 NT NT NT MW24-3 (7/18/94) NT NT NT
Sodium 20 /20 NT NT NT 1,390 - 830,000 NT NT NT MW-18 (7/13/94) NT NT NT
Vanadium 3720 NT NT NT 29.9 - 146 NT NT NT DM20-1 (7/13/94) NT NT NT
Zinc 15 1 20 NT NT NT 241 - 440 NT NT NT DM20-1 (7/13/94) NT NT NT
Chloride NT NT NT 51786 NT NT NT 24,900 - 1,240,000 NT NT NT MW-18
Nitrate NT NT NT 2/6 NT NT NT 10.0 NT NT NT 2024MW-3
Sulfate NT NT NT 5/6 NT NT NT 270 - 86,900 NT NT NT  20/24MW-5
Sulfide NT NT NT 1/6 NT NT NT 430 NT NT NT DM24-1
Dissolved Organic Carbon [ NT | NT NT | 575 | NT | NT | NT ] 7750 - 30500 | NT | NT NT MW24-3

1 Total Organic Carbon | 6/6 | N7 NT | NT [ 4940 - 24200 | NT | NT | NT | Mw24-3(7/18/84) | NT NT NT
Gross alpha W NT NT NT 1.00 - 1.90 NT NT NT DM20-2 (4/13/34) NT NT NT
Gross beta 373 NT NT NT 6.80 - 21.0 NT NT NT DM20-2 (7/13/94) NT NT NT

Notes: NT- Not Tested
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TABLE 3
SUMMARY OF DETECTIONS IN THE UPPER SEMICONFINED AQUIFER - 1994, 1998, & 1999 SAMPLING EVENTS

20124HP-31C

Acetone

0/2]0 /4 /
Benzene 0r2|]0/74]8 73 - - 0.0880 - 0.460 - - 20/24HP-2TA
2-Butanone 0/2| 0774|473 - — 140 - 540 - - 20/24HP-33
Carbon disulfide IR R - — 0.120 - 0.530 - — 20/24HP-26A
Dichlorodifluoromethane NT 0/ 4 1 73 NT —— 0.300 NT — 20/24HP-30A
1,2-Dichioroethane 0o/2)074]1 13 - — 0.0980 - — 20/24HP-29B
20/24MW-2 20/24MW-2
1,1-Dichloroethene os2z)2ta] 743 - 118 - 21.0 0160 - 12.0 - (12110/98) (6/23/99)
20/24MW-2 20/24MW-2
cis-1,2-Dichloroethene NT 2 /4 |22 13 NT 372 - 640 0.100 - 600 NT (12/10/98) (6/23/99)
20/24NW-2 20/24MW-2 (03/25/99
trans-1,2-Dichloroethene NT 214|313 NT 281 - 410 3.20 - 120 NT (12/110/98) & 6/23/99)
Ethane NT NT 2 43 NT NT 120 - 200 NT NT 20/24MW-2 (12/8/99)
Ethene NT NT 1 42 NT NT 170 NT NT 20/24MW-2 (12/8/99)
Methane NT NT 2 4 2 NT NT 170 - 360 NT NT 20/24MW-2 (12/8/99)
Methylene chioride o/v2|o0ora] 23 — - 260 - 270 - = 20/24HP-27A
Tetrachloroethene 0 42 0+ & |47 03 — — 0.280 - 73.0 - — 20/24HP-28C
Toluene ps2loral]l 3 s - - 0.100 - 0.200 - - 20/24HP-2TA
20/24MW-2
Trichloroethene 0/2]| 274|913 - 18.0 - 26.2 0140 - 24.0 - (8/5/98) 20/24MW-2 (3/25/99)
20/24MW-2
Vinyl chioride ps2|2ra |18 &+ A — 561 - 760 0.150 - 700 - (12/10/98) 2024MW-2 (6/23/99)
Total Xylenes g2y 024 ] 243 - - 160 - 2.00 — - 20/24HP-27A
Nitrocellulose 242 NT NT 722 - 989 NT NT MW24-2B (7/12/94) NT NT
H n NT NT Z472 NT NT 0.810 - 1.00 NT NT 20/24MW-2 (12/8/99)
g : A T e e .
Aluminum 243 NT NT 3,400 - 6,080 NT NT MW24-2B (4/12/94) NT NT
Arsenic 12l 444 NT 4.10 2.80 NT MW?24-2B (4/12/94) MW24-28 NT
Barium 212 NT NT 23.0 - 42,0 NT NT MW?24-2B (4/12/94) NT NT
Calcium 2 i 2 NT NT 32,400 - 35,300 NT NT MW24-2B (4/12/94) NT NT
Iron 2 .2 NT 1 4 1 7,320 - 13,700 NT 19,600 MW24-2B (4/12/94) NT 20/24HP-30D
Lead 242 NT NT 7.10 - 7.42 NT NT MW24-2B (4/12/94) NT NT
Magnesium 242 NT NT 12,100 - 14,800 NT NT MW24-2B (4/12/94) NT NT
A 202 1 v 42 v 92 289 - 465 120 3,080 - 68,100 MW24-2B (4/12/94) MW24-28 20/24HP-29D
Potassium 2 4 2 NT NT 1,520 - 2,920 NT NT MW24-2B (4/12/94) NT NT
Sodium 2 i 2 NT NT 9,600 - 9,760 NT NT MW24-2B (4/12/94) NT NT
Zinc g 2 NT NT 42.3 - 44.6 NT NT MW24-2B (4/12/94) NT NT
Chioride NT NT 15 /1 15 NT NT 6,600 - 1,510,000 NT NT 20/24MW-2 (12/8/99)
Nitrate NT NT 6 / 15 NT NT 100 - 250 NT NT 20/24HP-26C
Sulfate NT NT - - NT NT 14,200 - 77,400 NT NT 20/24HP-27A
20/24HP-29A,
Sulfide - 24,000 NT 20/24HP-29D
) AT '

Dissolved Organic Carbon

Notes:
NT = Not tested.




TABLE 4

SUMMARY OF DETECTIONS IN THE LOWER SEMICONFINED AQUIFER - 1994 & 1998

1,1,1-Trichloroethane

di-n-Butylphthalate

172

] 102 [ os2 [ 230 | - | wwaassgnamy |

382

T
|
I

MW24-48

| Butybenzyi phthalate

1 42

Phenol

0/2

0.00362

MW24-48 (7/12/94)

NT | Mw24-48 (7/12/94) |

gamma-BHC (Lindane) 172 NT

Endosulfan sulfate 172 NT 0.0306 NT MW24-4B (7/12/94) NT I
Isodrin 172 NT 0.00330 NT MW24-4B (7/12/94) NT
Nitrocellulose 172 NT 403 NT MW24-4B (4/12/94) NT

PETN 1/2 NT 2.46 NT MW24-4B (4/12/94) NT
2,3,7,8-Tetrachlorodibenzo-p-dioxin iy 2 0 /1 0.000165 —- MW24-4B (7/12/94) -
Aluminum 2/2 NT 962 - 986 NT MW24-4B (7/12/94) NT
Arsenic 2/2 NE 358 - 587 2.40 MW24-4B (4/12/94) Mw24-48 ||
Barium 2/2 NT 14.8 - 28.3 NT MW24-4B (7/12/94) NT (
Calcium 272 NT 19,000 - 27,000 NT MW24-4B (7/12/94) NT If
Iron 2/2 NT 1,230 - 1,570 NT MW24-48 (4/12/94) NT If
Lead 1172 NT 5.16 NT MW24-4B (7/12/94) NT |l
Magnesium XF NT 2,070 - 2,780 NT MW24-4B (4/12/94) NT Il
Manganese 212 1/1 56.6 - 76.0 295 MW24-4B (4/12/94) MW24-48
Potassium 2/2 NT NT MW24-48B (7/12/94) NT

Sodium 2 MW24-4B (7/12/94)

i 2 MW24-4B (7/12/94)

Gross alpha MW24-4B (7/12/94)

Gross beta 272 NT 34.0 - 79.0 NT MW?24-48B (7/12/94) NT |

Notes:

NT = Not tested.



1,2-Dichloroethene (total)

SUMMARY OF DETECTIONS IN SURFACE WATER - 1988, 1993, 1997, & 2003 SAMPLING EVENTS

6.5 -20

TABLE 5

[B-SW24-4

10 .- 67

B-SW24-4

“NJSWQS

Acetone 4 - 26 3.47 - 54 8 -13 B-SW24-11 - — 0
Methylene chloride 18 - 33 3.1 -30 Tiusd B-24-SW-002 2.9 NJSWQS 18
Trichloroethene 431 -4.31 B-20-SW-002 NJSWQS 1
Vinyl chloride 3

di-n-Octylphthalate 1 - 0
2,4-Dimethylphenol 1-10 27 - 27 44 -58 B-SW24-11 380 NJSWQS No 0
2-Methylphenol 1 -10 36 - 36 3.6 -39 B-SW24-12 - - No 0
4-Methylphenol 1-10 39 -39 052 -28 B-SW24-12 - - No 0
|Benzyl alcohol 2 -10 20 - 24 0.72 -4 B-SW24-11 - - No 0
|[bis(2-Ethylhexyl)phthalate 4 - 15 10 - 100 48 - 10 B-SW24-4, B-24-SW-004 12 NJSWQS Yes 4
{[Phenol - 15 21 - 21 22 =10 B-SW24-12 10000 NJSWQS No 0

i 0

B-24-SW-003

3 0.41 -0.72 0.023 - 23 B-SW24-12 s 0
4.4-DDE 4 -19 0.02 - 0.55 0.027 - 14 B-SW24-11 0.00022 NJSWQS Yes 4
4.4'-DDT 2 =19 0.29 - 0.29 0.034 - 18 B-SW24-10, B-SW24-12 0.00022 NJSWQS Yes 2
alpha-BHC 5-19 0.01 -0.93 0.0385 - 5.3 B-SW24-7 0.0026 NJSWQS Yes 5
|[beta-BHC 1-19 0.01 - 0.01 0.024 - 17 B-SW24-9 0.0091 NJSWQS Yes 1
|[delta-BHC 4 -10 0.01 - 0.92 0.0293 - 0.34 B-SW24-10 o No 0
|[Endosulfan sulfate 4 -19 0.03 - 0.7 0.0786 - 50 B-SW24-12 62 NJSWQS No 0
[Endrin ketone 1 =10 0.78 - 0.78 0.0285 - 0.25 B-SW24-8 s No 0
I%mma-BHC (Lindane) 2 -19 0.49 - 0.53 0.0507 -7.2 B-SW24-8 0.98 NJSWQS No 0
Heptachlor 3 .19 0.44 - 0.59 0.0423 - 38 B-SW24-12 0.000079 NJSWQS Yes 3
|[Heptachlor epoxide 3 -19 0.01 -0.83 0.0245 - 28 B-SW24-8 0.000039 NJSWQS Yes 3
Isodrin PR 0.39 - 0.64 0.0562 - 7.8 B-SW24-5 No 0

g 1 :‘}g.x_:. 3! {:-;_,. By > - !

1,3,5-Trinitrobenzene 2 =17 0.79 -1.78 021 -2.1 B-SW24-11 o - No 0
2,4,6-Trinitrotoluene 1 =17 1142 = 1.12 0.426 - 0.758  |B-SW24-12 No 0
|Nitrocellulose 4 538 - 1150 222 - 949 B-SW24-11 --- - No 0
Tetryl 1 0.631 - 2.04 B-SW24-12 0

Total heptachlorodibenzofurans

03 -03

129 - 1.29

0.037 - 0.037

C-23-SW-001

Total hexachlorodibenzo-

p-dioxins

045 - 045

" 265 - 5900

0.1 - 01

[C-23-SW-001

B-20/24-SW-023

Aluminum 23.5 - 200 - 0
Arsenic 8 - 30 1.04 - 6.62 1.=10 B-20/24-SW-023 0.017 NJSWQS Yes 8
Barium 29 - 30 3.1 -228 2.5 - 200 B-20/24-SW-020 2000 NJSWQS No 0
Beryllium 1. « 30 0619 - 0.619 05 -5 B-24-SW-002 6 NJSWQS No 0

Page 1 of 2




Dinpound

Boron 6 -12

TABLE 5

Jetecte!

B-20/24-SW-013

SUMMARY OF DETECTIONS IN SURFACE WATER - 1988, 1993, 1997, & 2003 SAMPLING EVENTS

LOC: Lovel of Concern

NJSWQS: New Jersey Surface Water Quality Standards
pCi/L - picoCuries per liter

ug/L: micrograms per liter

50 - 50 — = No 0
[[Cadmium 2 -29 2 -7.29 0.35 - 6.78 B-20/24-SW-023 34 NJSWQS Yes 1
|[Calcium 23 - 23 6000 - 75300 1000 - 5000 B-SW24-9 - No 0
Chromium 3 - 30 10.9 - 28.1 3.3 -16.8 B-20/24-SW-023 92 NJSWQS No 0
Copper 10 - 30 2.67 -62.9 25 -25 B-20/24-SW-023 1300 NJSWQS No 0
Iron 28 - 30 190 - 27800 36.8 - 100 B-20/24-SW-020 wes o No 0
Lead 14 - 30 1.23 -69.7 1 -18 B-20/24-SW-023 5 NJSWQS Yes 8
"Miqnesium 23 -23 2460 - 24800 1000 - 5000 B-SW24-9 - o No 0
Manganese 28 - 30 4.3 - 1620 25 -15 B-20/24-SW-020 os e No 0
[[Mercury 2 =37 0.19 - 0.49 0.092 - 0.72 B-20/24-SW-023 0.05 NJSWQS Yes 2
|[Nickel 5 - 30 71 - 195 4 -40 B-20/24-SW-023 500 NJSWQS No 0
Potassium 18 - 23 531 - 6480 1000 - 5000 B-SW24-11 - ose No 0
Silver 2 % 30 0.36 - 0.92 0.333 - 10 B-SW24-5 170 NJSWQS No 0
Sodium 23 -23 2660 - 120000 2290 - 5000 B-SW24-9 - No 0
Strontium 12 = 12 15.3 - 191 EE B-20/24-SW-020 - No 0
Titanium 5 ;12 2.32 - 36.1 2 =2 B-20/24-SW-023 e No 0
Vanadium 3 223 47 <213 469 -50 B-20/24-SW-023 No 0
Zinc B-20/24-SW-023 7400 NJSWQS No 0
Zirconium B-20/24-SW-017 0
B-24-SW-002 10000
B-24-SW-002
w244 :
Gross Alpha 1-4 0.09 - 0.55 0.39 -1.2 B-SW24-7 -- - 0
|lGross Beta 1 -4 1 =3 127 -2 B-SW24-7 = - 0
Notes:

Page 2 of 2




TABLE 6
COC DETERMINATION IN AREA B GROUNDWATER
' g Maximum Concentration Observed (ug/L) | COC Screening
~ 5 = [+ 4 -
s & 3 z z g | B3 g | o
Contaminant = L I < < a ES g3 o
< @ o 5 2 2 9 S o
é 3 =) ] = ) o9
[VOCs : R g i
Benzene 1 NJ GWQS ND 3.15 1.89 16 yes no no
Carbon Tetrachloride 1 NJ GWQS 10 ND ND ND no no no
Chlorobenzene 50 NJ GWQS 20 3.2 12.53 12 no no no
1,1-Dichloroethene 1 NJ GWQS ND 9.17 1.34 0.49 yes no no
NJ GWQS
and Federal
cis-1,2-Dichloroethene 70 MCL, MCLG ND NT 165 250 yes yes yes
Tetrachloroethene 1 NJ GWQS ND ND ND 42 no yes yes
1,1,1-Trichloroethane 30 NJ GWQS 90 ND ND ND no no no
(Trichloroethene 1 NJ GWQS ND 34.2 26.2 24 yes yes yes
Vinyl Chloride 3 NJ GWQS 160 1520 273 1200 yes yes yes
‘ NJGWQS
and Federal i
Xylenes (total) 1000 | MCL, MCLG 120 2.85 2011 700 no yes no'
lSEMIVOLATlLES : e e o R R et s
bis(2-Ethylhexyl)phthalate 3 NJ GWQS ND ND 75.6 “NT yes no no
P-Nitrosodiphenylamine 10 NJ GWQS ND ND 101 NT yes no no
METALS * T : = : Ry TR IR R R
Aluminum 200 NJ GWQS 40800 NT NT NT no no no®
NJ GWQS
and Federal
Antimony 6 MCL, MCLG 70.1 NT ND NT no no no®
Arsenic 3 NJ GWQS 35.2 NT 33 NT yes no no®
Iron 300 NJGWQS [ 178,000 [ NT NT NT no no no®
lLead 5 NJ GWQS 123 NT NT NT no no no°
[Manganese 50 NJ GWQS 3840 NT 1400 NT yes no no'
Silver 40 NJ GWQS 3.14 NT NT NT no no no®
Sodium 50000 NJ GWQS | 830000 NT NT NT yes no no"
[RADIOLOGICAL PARAMETERS | N : bl S G EAY
California
“Gross Beta 50 GWQS 21 NT NT NT no no no

Notes:

* Samples analyzed for metals during the Phase | Rl were unfiltered and were collected using the bailer-method (not low-flow).
Contaminant distribution not indicative of a plume; one detection above ARAR in the upgradient well.
Contaminant distribution not indicative of a plume; two detections above ARAR are upgradient and cross-gradient from

b

the site; unlikely due to site activities.

o

o

including the upgradient well, unlikely due to site activities.

o

upgradient well.

T @

Contaminant distribution not indicative of a plume; one detection above ARARs (DM20-1).
Contaminant distribution not indicative of a plume; detected in all samples, above ARARS, highest concentration detected in

Contaminant distribution not indicative of a plume; three detections are above TBC guidance.
Contaminant distribution not indicative of a plume; one sample detected at concentration above ARAR.
ARARs presented in this table based upon NJ MCL at time of the drafting of the Area B FS.

Contaminant distribution not indicative of a plume; six detections above ARAR are sporadic and include the upgradient well.
Contaminant distribution not indicative of a plume; concentrations in all samples detected above the ARAR,

Recent increase in NJ MCL for xylene (1,000 pg/L) and lowered concentrations of xylenes at the site have resulted in no ARAR
exceedences for xylenes, thus no longer a COC.

ND - Not Detected
NT- Not Tested
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Table 7
Summary of Risks Associated with Hypothetical Future Exposures to Groundwater
Future Land-Use Conditions

9 Carbon tetrachloride, vinyl chioride, Antimony, arsenic, iron,
Ingestivmn x10° arsenic, beryllium., 3 manganese, 1,3,5-Trinitrobenzene
Demal Contact 5x10° — 1x10* —
Inhalation 1%10™* Vinyl chloride 2x10° —
Total: 1x10% 3
Ingestion 6x10* Arsenic, beryllium, 2378 TCDD 4 Iron
Demmnal Contact 5x10° 2378 TCDD 1%10° o
Inhalation N/A — N/A —
Total: 6x10° L

a 2 x . . Aluminum, antimony, arsenic, iron,
Ingestion ] 3x10 Vinyl chloride, arsenic, beryllium 50 manganese, 1,3 5-trinitrobenzene
Dermal Contact 1x10° — 2x10* -
Inhalation 5x10° Vinyl chloride 5x107° -—

-4

Total:

Ingestion 2x0‘4 ’ nic, beryllium - 5 Arsenic, iron

Dermal Contact 8x10”’ - 2x10° - 1
Inhalation N/A — N/A ——
Total: 2x107 5

(a) For carcinogenic compounds, the predominant chemicals had a chemical-specific cancer risk greater than 1x10".
for noncarcinogenic compounds, the predominant chemicals had a hazard index greater than 1.

(b) The cancer risk for each COPC was less than or equal to 1x10°® or the hazard index
for each COPC was less than or equal to 1.




TABLE 8

SUMMARY OF COSTS OF GROUNDWATER REMEDIAL ALTERNATIVES

- Alternative - Summary of Cost
Alternative 1 No Costs
Alternative 2 Present Worth  $621,300
O&M $562,800
Capital Cost $58,500
Alternative 3 Present Worth  $2,565,000
O&M $518,200
Capital Cost $2,046,800
IAlternative 4 Present Worth  $2,859,300
o&M $504,400
Capital Cost $2,354,900
IAlternative 5A  |Present Worth  $1,298,900
O&M $596,400
Capital Cost $702,500
lAlternative 5B  |Present Worth  $1,548,200
O&M $404,600
Capital Cost $1,143,600
IAlternative 9 Present Worth  $3,629,700
O&M $2,730,500
Capital Cost $899,200




SDWA State MCLs,

Relevant and

TABLE 9
CHEMICAL SPECIFIC ARARS FOR AREA B GROUNDWATER

MCLs have been promulgated by the
State and regulate contaminants in

The selected remedy will comply with

State FA 101 o1, Beny, Appropriats public drinking water. these regulations through expedited in-
- situ enhanced bioremediation.
GWQS, NJAC 7:9-6.1 et. : Contaminated groundwater may have
Applicable ’
Seq. to be remediated.
Notes:

MCL- Maximum Contaminant Level
NJAC- New Jersey Administrative Code
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tatus

|Synopsis of Requirement(s)

TABLE 10
LOCATION SPECIFIC ARARS FOR AREA B GROUNDWATER

ction To Be Taken to Attain Requirement |

Wetlélrids Presence of wétlénds aé defined in
Executive Order 11990 section 7(c) and 40 CFR 6,
Appendix A section 4 (j)

TeC

Whenever possible, Federal agency actions must avoid or
minimize adverse impacts on wetlands and act to preserve and
enhance their natural and beneficial values. Agencies should
particularly avoid new construction in wetland areas unless there
are no practicable alternatives. Federal agencies shall incorporate
wetlands protection consideration into planning, regulating, and
decision-making processes.

Substantive permit requirements for stream, wetlands, and/or
transition area encroachments during implementation of the|
specific remedial alternatives.

Flood Plains Within 100-year flood plain as defined
in 40 CFR 264.18(b) and NJAC 7:13 (New Jersey,
Flood Hazard Area Control Regulations).

inland and coastal waters and other flood-prone
areas such as offshore islands, including at a
minimum that area subject to a 1 percent or greater
chance of flooding in any given year." [Executive
Order 11988 section 6 (c) and 40 CFR 6, Appendix Al
and section 4(d)].

Within “lowland and relatively flat area adjoiningjApplicable

Applicable

Facility must be designed, constructed, operated, and maintained
to prevent washout of any hazardous waste by flooding.

Federal agencies shall take action to reduce the risk of flood loss;
minimize the impact of floods on human safety, health, and
welfare; and restore and preserve the natural and beneficial values
of flood plains. Federal agencies shall evaluate the potential
effects of actions in flood plains and ensure consideration of flood
hazards and flood plain management. If action is taken in flood
plains, Federal agencies shall consider alternatives to avoid
adverse impacts and potential harm.

A portion of Area B, along GPB, is within the 100-year flood
plain. Flood plain restrictions are specified in the cited law.

Aquifer Recharge Protection Federal Water
Pollution Control Act, Section 309 (c) [Fed. Reg.
2946-2948, Jan. 24, 1984).

Relevant and
Appropriate

Restricted activities, such as landfill, surface impoundment, waste
pile, injection well, or land treatment, over the Unconsolidated
Quaternary Aquifer or recharge zone or streamflow source zone off
such aquifer in the Rockaway River Basin, NJ.

Remedial activities are limited to prevent any impact to the
Rockaway River Basin.

Classification Exemption Area (CEA) Presence of]
an area that is out of compliance with NJ
groundwater chemical-specific ARARs (NJAC 7:9-
6.6).

Relevant and
Appropriate

Establishes an administrative control on an area that does not
comply with GWQS. The CEA administratively prohibits
construction of drinking water production wells by circumventing
the issuing of a well construction permit in areas where a CEA has

A CEA has been established for Picatinny

been placed.

Notes:
TBC- To be considered




Sam and
Analysis

ati

Remediatioh Technical
Requirements, NJAC 7:26E-3

TBC

TABLE 11
ACTION SPECIFIC ARARS FOR AREA B GROUNDWATER

(] eme
AN
Requirements of quality assurance for sampling an

LUC implementation

Institutional Controls - 40
CFR 300.430(a)(iii)(D)

Applicable

USEPA expects to use institutional controls such as water use and deed restrictions to supplemen
engineering controls as appropriate for short- and long-term management to prevent or limit exposure toj
hazardous substances, pollutants, or contaminants. Institutional controls may be used during
implementation of the remedial action and, where necessary, as a component of the completed remedy.
“[tlhe use of institutional controls shall not substitute for active response measures as the sole remedy)
unless such active measures are determined not to be practicable, based on the balancing trade-offs
among alternatives that is conducted during the selection of the remedy.”

General Remediation

Technical Requirements for|
Site Remediation, NJAC.
7:26E1,4-7

TBC

Specifies the minimum technical requirements to investigate and remediate contamination on any site.

USEPA Office of Solid Waste|
and Emergency Response
(OSWER) Publication 9345 .3-
03FS, January 1992

TBC

Investigation-derived wastes generated from remedial activities (e.g., driling mud, purged water, etc.) are
required to be properly stored, managed and disposed. Guidance given in the publication includes waste
material containment, collection, labeling, etc.

Installation of Wells

Field Sampling Procedures
Manual, August 2005

TBC

State guidance and general industry procedures for installation of extraction wells/monitoring wells.

Notes:

TBC- To be considered




Figures



Poge Set Up Nome: ——

Poth\Nome: \Drofling\PCATINNY\Wrea B\FIG. 1.dwg
Plot Dete\Time: 12/15/2006 1%:17 A Ourent Potayle: ——

GUN
TURRET

LANDFILL
POND

LEGEND
AN TREE UNE
~s——n— FENCE LINE
s=gyg==
i T Picatinny RI Concept
D ol Plan Areas
. SCALE
700" m 10,000 20,000 FEET
PAVED ROADWAY
ST UNPAVED ROADWAY
« ® m w LMITS OF SOIL CAP \
- - \
SITE BOUNDARY _4 ~ Prejoct Number
e boreger PICATINNY ARESENAL GPOBPICA
(== KR ARCADIS e -
Project Drector
g TV BOUNDARIES AND VICINITY OF o
- =g s AREA B (SITE 20/24)
[T Tel: 267/685-1800 Fax: 267/685-1801 DOVER NEW JERSEY !
K EYRE www.arcadis-us.com -




777777

/
s SN
VI
/L
/ ry. 74
‘/"/’
R .
‘s
/
4

7

\\‘! Logn \\
SITE 24 \ N

@
20/24HP-13

Y " p y ) [ S—
) QY Y04 H MW=-18 SR/ DUF \ / - , _ ——— J —

20/24P 78 20/24HP-20 T N
220/24HP-33 “,
@ 20/24HP-19 o

20/24HP=2

Sy
‘\

Poge Set Up Neme: ——

N @20/24HP-18
N

R

LEGEND
AR — F=7 romer
| O\ e e L) e
—w—n=  FENCE EEE m
! £33 mansrorue e gy swamp
11 el e MR A . - EXISTING SAMPLING LOCATIONS : SCALE
£ 2 s YO G0N (5' WTERVAL) @ 1997 ARl HYDROPUNCH RN 180 360 FEET
=——gg== ” ] 1998 AR|I HYDROPUNCH
2 gl R ::mm, /N 1999 DG PIEZOMETER POE Plume
é Efug EANTH oo e mew  SITE BPOUNDARY g 'u’::"g::"gvmpu"c}‘ TCE. oczo Ve fhm
;l D BUILDING w0 OF S8 G /\  PIEZOMETER AN
i \\\ ; -
o B o PICATINNY ARESENAL e
g ::.. ﬁ ARC ADIS AREA B RECORD OF DECISION ::Tmms.umm
e H 5 ruseLn AREA B GROUNDWATER SAMPLE LOCATIONS o
|y s o AND MAIN AREAS/PLUMES OF VOCS o
Newtown, Pa 18940
Technical Review 2
gg pyersty mWMJM Fax: 267/685-1801 DOVER, NEW JERSEY




PRIMARY PRIMARY SECONDARY
SOURCES RELEASE SECONDARY RELEASE
LEAKS FROM: MECHANISM SOURCE MECHANISM PATHWAY RECEPTORS
Human
Exposure Residents
Former Drum lnfil’craﬂon/w Route Workers | Adults lChi{dren
Storage Percolation
Area B Groundwater
. . Ingsstion &€ o
.|Infiltration/ Soil = Groundwater g
Percolation Inhalation(Showering)| © @ @
Dermal {Bathing) ] @ @
Former Small Desorptio
‘ Container orpion — Drainage
i Storage Ditches and
H jLandfill Pond
e S
3
g
.g. ™1 Notes:
§ i indicates ltems addressed under
’E‘E e separate CERCLA action.
§ Soil, surfce woter and sediment were
§§ addressed undsr the Site 20/24 RQD.
¥
% ]
& - : -
— PICATINNY ARSENAL "“““““”"’IC
g o AREA B RECORD OF DECISION GPOGPICA P205.NPOO
- g | ProketDrecnr Draving Dats
.§§ 2 | T.LLEWELLYN 19156
8 & [ CONCEPTUAL SITE MODEL e
2B 8 |xeme Suite 300
E © Newtown, Pa 18940 3
,E Techrical Review Tel: 267/685-1800 Fax: 267/685-1801
3 § K.EYRE www.arcadis-us.com DOVER, NEW JERSEY



http://www.arcadis-us.com

Page Set Up Neme: ———

Current Plotsyle: ————

Path\Name: &:\Drafting\PICATNNY\Area B\FIG. 4.dwg
Plot Dole\Time: 12/15/2008 1201 Pl

WEST EAST
A - AREA B - A‘
| e SITE 24 2 |
SITE 20
MW24—4A.48
20/24MW-2
700= we-an (zo/zmw—z: mraszye= | 700
SRS |
Pl i g - AL AR - T- LM =B50
S N ~
S8 - *f 7]
e =
T ad & L
\ x i COARSE ™ } i ) —.*X X <
600 — Ct o oo |l pewes v T ORTEEERL s00
X ’ ¥ X | X X X x > . X . 9
X x X X x ® X A B [t
X . . e x . X X m.ﬁ. 'ﬁ . ;
) x* ;‘(\ X .X * x N 5
X & 1 2 . X 3 X 5 X 9 u
o x X X ,“. X Je ~ X X X y X >
50- X i = K VVAOUIFER, X~ &ﬁ’ N/-n:’\' " 550
- x ¥ x . =P < L
X ¥ x
@ X * x - & X T
- ¢ X N R *
N A - X . X g - X
: X X }‘_' X
ToX & * amim & cossirs
500 . T x ¥« =500
X » i, X x
LEITHSVILLE DOLOMITE /
BCDROCK AQUIFER mmun
LEGEND
MONITORING WELL
! SCREENED INTERVAL
HORIZONTAL S
0 500 1000 FT
—_— LAND SURFACE
VERTICAL EXAGERATION = 12.5 N eoonc conTacT
\ INFERRED
N GEOLOGIC CONTACT
Area Manager Project Number
PICATINNY ARSENAL
Py AREA B RECORD OF DECISION GPOBPICA.P205.NPOO
g Project Director Drawing Dele
5 L p— AREA B GEOLOGIC i
Task Manager Figure
E | ceme CROSS SECTION
© [t o #u m£1wb= 26716851801 4
4 ax.
K EYRE www arcadle-us.com DOVER, NEW JERSEY



http://www.anadbHjs.co(n

Poge Set Up Neme: ——

Poth\Name: \Drefing\PCATINY\Wes E\FG. 5.deg
Plot Dots\Tine: 12/15/2006 10:54 A Curent Plotayle: ——

Y Y

A_ANA

/—)] ~ QO «
)74 8]
‘AT . MW24- ;} %, \ 20 24MW-5
;;1 ¢ MW24-2B ’ /
FhroE Sl
e 20/24HBA5~ )7/
/ ( =,
( e g (\ '
¢ j,v
¥4
20 2%?—,451
20/2

SR

o kS A A A r’(u_»&,“\;__*\,k\ A_A

Y YN Y

20/2‘\&0
20/24HP-8/<O

20/24HP-9
@ 20/24HP-13

20/24MW~3
20/24M -2

b il %%214UEY—'\1,’ - r\r Y, } \
xq Y Y YMw'_ -

Y YY" YY

20/24PR

\

N

]

TSI RAILROAD N UNCONFINED PCE ISOPLETH
A TN s
:;”"‘ = INFERRED PCE ISOPLETH
Piet] owome
TRANSFORMER :
- Em FORMER
s BLAST WALL ND. | PUILDING
STORM SEWER D D R TOPOGRAPHIC CONTOUR
oy o (5" INTERVAL)
SANITARY SEWER WATER
UNCONFINED PCE

1997 ARl HYDROPUNCH
1998 ARI HYDROPUNCH
1999 DGI HYDROPUNCH
MONITORING WELL

& Og}z/zmp—m

e S

@20/24HP-18

N )‘
\ y ¢
SCALE
W24-4A
0 280 FEET “MW24-4B
g PICATINNY ARESENAL T
= QARCADIS e =
e LATERAL EXTENT OF i
b g 8Teny ke PCE CONTAMINATION 5y
Al T W'P“m 5
it mmms-im Fax: 267/685-1801 DOVER, NEW JERSEY




Page Set Up Nome: ——

Curront. Potoyle: ——

Poth\Name: :\Drofling\PCATNNY\Areo B\FIG. B.dwg
Plot Dots\Time: 12//15/2006 10:55 MM

20/24\;25 ; DM20-2
\ \
20/24 %> = o
\'“X S
\/&\ & \20 24HP-16 Bl e
20/24HP—8"‘/\ N S : & é
20/24HP-9 " / 24HP—29 L
“ 20/24HP-13 =
i 20/24MW~3 N i FOFINC AT =
A A R AR A AR A A R R KA Ak Kk A 20/24M -2 ‘ )—\
g Sty i AAAANANA A_A_A_ )
IOy 20/244R 210 N T RN N\ [T
20/ 24MW-
7 20/34P-4 @
.
20/24 D) 20/

20/25HP i ; Ko ; e
) D /:' : \\ \\\ ¥
/ : \\\\\_\ & O/ 24HP-30

B, PR

20/24HP—1@

)
@ 20/2’)4HP 17 @
@® 20/24

@4 3@ 20/24

dHP-8. O
20/24HPA1 @

‘)')W\';\Y(

@20/24HP-18

———I:J:MII.RMD

g(d 5 EARTH MOUND
TREE LINE b

—3—¥-  FENCE |§8.G. BUILDING
g TRANSFORMER
TR-732 BLDG| FORMER
b d BLAST WALL NO. BUILDING
=fTou== Bk
STORM SEWER > > SRR
STS WALKWAY
—_—gg— alie sl  SWAMP
o swmvseweR o

EXISTING SAMPLING LOCATIONS

@ 1997 ARI HYDROPUNCH
@ 1998 ARl HYDROPUNCH
@ 1999 DGI HYDROPUNCH
&  MONITORING WELL

_ UNCONFINED TCE

UNCONFINED TCE ISOPLETH
INFERRED TCE ISOPLETH

TOPOGRAPHIC CONTOUR
(5’ INTERVAL)

S CALE
0 280 FEET

o PICATINNY ARESENAL ——
; :.:... @ ARC ADlS AREA B RECORD OF DECISION ipq;wmmupom
| [t LATERAL EXTENT OF o
3 |keve S0 TCE CONTAMINATION o
© e WI.PI1M 6

e R DOVER, NEW JERSEY



http://wwwjrcadis-us.com

Poge Set Up Nome: ———

Qurent Plotsyle: ———

Path\Name: G:\Pricts\Picatinny\Sile Technical\PCA 205 Area B\ROD\Arcodis—Area B ROD figures\FIG. 7.deg

B-B’ CROSS SECTION

20/24MW-1 )
B g 20/24HP-17 20/24HP-28  20/24HP-27 PCE PLUME B
20/24HP-2  MW24-3 /24HP~ 20/24HP-29 20/24HP-30
v 47 s ¥
UNCONFINED AQUIFER %ﬂ
680 )
-
660 ksso
ND
H
€
% UPPER SEMI-CONFINED AQUIFER
640 ls40
620 Lzo
600 600
= 130 L3 K - X X
" R—— I —
—  GROUND SURFACE e —— " :

E“ SCREENED INTERVAL WITH CONCENTRATION (ug/L)

"~ POTENTIOMETRIC SURFACE
=  GEOLOGIC CONTACT

A—A’ CROSS SECTION
TCE PLUME
20/24MW-20

S o i g7, T ¢ W Al
WO e L
e 1}
-
;. I
b I
& b

TCE > 1 ug/L  TCE > 10 wg/L

E‘-’ SCREENED INTERVAL WITH CONCENTRATION (ug/L)

——— GROUND SURFACE
—— GEOLOGIC CONTACT

" POTENTIOMETRIC SURFACE

Z
s
g NOTE:
i’ ORIGINAL FIGURE COMPLETED BY
5 SHAW ENVIRONMENTAL, INC.
. “Aree Managr Profect Number
PICATINNY ARSENAL
: B QARCADIS AREA B RECORD OF DECISION W
gi ; o s VERTICAL EXTENT OF PCE & TCE CONTAMINATION BASED ON 1999 DGl | reee
2§l 3 [ceme — PCE B-B' CROSS SECTION & o
T Nompriodo TCE A-A' CROSS SECTION 7
1 ! K EYRE ‘www_arcadis-us_.com DOVER. NEW JERSEY




Poge Set Up Nome: ——

USC cis-1,2 DCE ISOPLETH

INFERRED cls-1,2 DCE ISOPLETH @

TOPOGRAPHIC CONTOUR
(8" WTERVAL)

G ~ ~ UNCONFINED cis=1,2 DCE
T RAILROAD
AR o o NOTE: THE MOST RECENT SAMPLING
N soome DATA WAS USED FOR EACH SAMPLING
- POINT. THE HIGHEST CON
Sl mwerona - 210 SR 1 DTG ROLASIE hovt P sk WAS USED FOR HYDROPUNCH LOCATIONS
e BUAST WAL E BUILDHG WITH MULTIPLE DEPTH INTERVALS.
o somswm b b QMR
s ey swae UPPER SEMICONFINED cis=1,2 DCE
[ SANITARY SEWER
e e (S EXISTING SAMPLING LOCATIONS
UNCONFINED cls-1,2 DCE ISOPLETH @ 1997 ARl HYDROPUNCH

@ 1998 ARl HYDROPUNCH
1999 DGI HYDROPUNCH
-Q MONITORING WELL

20/24HP-8" \

20/24HP-9
20/24HP-13

A

20/2
20/24

AAA

20/2{ 0337
N

MW24- .
MW24-2B

o N
20/24H /-
e

‘%
%\

20/24M
20/2 2

AAK A

= AUNC ONFINED AQUIFER PLUME
QN 20/24Mw-5

,l
A

23 20/24HP-30
DM20-2

\ 20/424HP-16

~anizaezie @ N T IS, (T e
N
N\ / /
20/24O
20/24HP-2 ~
A
Ty’ p @20/24HP-18
Y o
SCALE

0 180 360 FEET

Area Manager

R GAN
£
== KR ARCADIS

T. LLEWELLYN
a Task Manager onmea
 f i Nmmmm
o

el Tel: 267/885-1800 Fax: 267/685-1801

K EYRE www.arcadis-us.com

f £ \?é(f ' zé/zmp_
3 <) ' C
v O/

UPPER SEMICONFINED AQUIFER PLUME

7 MW24-2A Rgy N 2o/24uw-5
MW24-28 < ’

T»? \ (l

SITE 20/24

20/24/-

20/3{31’74%,
)

20/2

20/24 a7

\

20/24HP-8~
20/24HP-9 —_

@ 20/24HP-13 >
/ 20/24M

J ACALALA_A_A 20/
v 20/24HP = 10

\‘ // Y“_ T = 20/2 O

J
'@  20/ZAHP- 17
?‘ 20/2 S

i viu 3@ 20/2

/

W
L @
>

20/24HP-2

P-33 @
20/24HPL19 @
Yy ah

R NN @20/24HP-18

SCALE

0 180 360 FEET

Prcject Nrber
GPOGPICA.P205.NP001

Drawing Dele
1211506

PICATINNY ARESENAL
AREA B RECORD OF DECISION

LATERAL EXTENT OF
cis-1,2 DCE CONTAMINATION

DOVER, NEW JERSEY




~ul.h —

UNCONFINED VINYL CHLORIDE
S AL % EARTH MOUND :
¥ - Lo b NOTE: THE MOST RECENT SAMPLING UPPER SEMICONFINED AQUIFER PLUME
o) gATNA WAsE USEDEFOR EA(&HNSTQM;I(.)I:G
OINT. THE HIGHEST CON A
rge SN 2 p— LA L0 Wk e i A WAS USED FOR HYDROPUNCH LOCATIONS
i AT WAL E WD WITH MULTIPLE DEPTH INTERVALS.
o somiswe D D Sumer s :
a—— ey, swe UPPER SEMICONFINED VINYL CHLORIDE
s o i — EXISTING SAMPLING LOCATIONS a9
@ 1997 ARl HYDROPUNCH JACS
UNOOWIRED VG IBOMETH A 1997 ARl SURFACE WATER / A
UPPER SEMICONFINED VC ISOPLETH B 1088 AN HEBAORNOH L/
@ 1999 DGI HYDROPUNCH
4 MONITORING WELL |
" wrERvaL) Y
[ ot AN N\C_SNFINED AQUIFER PLUME g 5 e 20/24H/P5\ "
MW24~ N\ 20/24MW-5 i/(‘ )1 ¢ X
MW24-28 \ - N Ie N ¢ 3£ S
o N e SITE 20/24 | ¥ y
N\ y
20/24HPA5 S\ ‘6/ 24KP~7 20/3?%934%
/ > 31
«\1 NE P- 20/2
73 L0 TR 20/24
=g RN\ g,
& . /é 0/24HP-3 e L 20/24HP-8 )
20/2 23 Ty A OM2022 5 S 20/24HP-9 <
i @ 20/24HP-13 )
20/24HP-16 DM20- 1 CRXRTI, )Molzmm\z
20/24HP-8" TNy WW\, 0,9 MWSAE —
20/24HP- / Z4HP-29 g .
bo/24HP-13 N
/ 20/24MWN = 0/ 4 e P ‘ i,
AM) s 20/ 24RRc 15 N\ NN
AN A A AR / N Y
» e 20//24HP 26 ) R
ba n‘MWPWOY v _ N ; \\\ s % \)7)
s i @ 20/24HP- -
R ZINQ 23 ©@20/24HP-22
20/ 24MW- 20/23p<2 / N }‘)
) il 20/2 P-4 @ R D - DM24-1 T) %, E\ T
@ AN 3 , '
20/24 @ ) 20/ o (K,\ 24HP-21 o A P—CS @ 20/24HP~ 2\ :}
20/?(HP 17 @ ¢ NSRY X 20/24HPA19 @
ﬁzzg//; . e 20/24HP=2 T \AC Vg
- -~ 2 7 ¥
Vé‘ ( 20/245y-21 G\ii WY J A @20/24HP-18
D) y A N
y 0/a4liP-83 @ 20/24HP z\ J
20/24HPA19 @
20/24HP-2 T \NC vy - m ; -
O N\ @20/24HP-18  [EE ici iy = i
7 b Vinyl Chloride .083 10
7 L B SCALE
SCALE N
N 0 180 360 FEET N
0 180 360 FEET "\
el PICATINNY ARESENAL e
P @ AREA B RECORD OF DECISION GPOGPICA P205.NPOOT
N ARCADIS e
i T. LLEWELLYN LATERAL EXTENT OF s
A g L g VINYL CHLORIDE CONTAMINATION o
e mmauo 9
o g iy DOVER, NEW JERSEY



http://www.aicadis4B.coni

A-A’ CROSS SECTION

- )
Apowza-za ORI,y /N . VINYL CHLORIDE PLUME A
B 20/24MW-5 20/24MW-3 20/24HP-28 20/24HP-14 20/24HP-21
LANDFILL POND
:‘ L w e | s 2 ;
f =
- | Egm Eg ND P
UNCONFINED AQUIFER
1 4 s
e
660 S 660
ND
i 5
H
:
g
640 rw
UPPER SEMI-CONFINED AQUIFER
620 rzo
600 600
ra)
g LOWER SEMI-CONFINED AQUIFER  ,
Vinyl Chioride > 2 ug/L | Vinyl Chioride > 10 ug/L [l Viryi Chioride > 100 ug/L ] Vinyl chioride > 1000 wg/L e e it
1-9 SCREENED INTERVAL WITH CONCENTRATION (ug/L) _— mm " POTENTIOMETRIC SURFACE VOGAL SCALE W FEET
A—A’ CROSS SECTION
23/ 24Mw-20 cis—1,2—-DCE PLUME ’
A 20/24MW-2 | 20/24HP-23 DM24—1 A
20/24MW-3 [ 20/24HP-26 20/24HP-14 20/24HP-21
‘.J : LANDF‘I'LLPOE I -
680 Egm ' Eam i
UNCONFINED AQUIFER
ND
i
860 SR S, B60
ND
5
E
€
:
§ Egnn
640 640
UPPER SEMI-CONFINED AQUIFER
o
620 le20
BEDROCK AQUIFER
o
600 Pt 600
amA < LOWER SEMI-CONFINED AQUIFER
4 e - "o 120 .0 o . 120 180
E"’ SCREENED INTERVAL WITH CONCENTRATION (ug/L) - :m wc:::cr POTENTIOMETRIC SURFACE :EEEE!‘.EME oo soue w et i
[ is-1,2-0cE > 10 ug/L [[ete-1,2-0cE > 100 ug/L [ cis-1,2-0cE > 200 ug/L [ cis-1,2-DCE > 300 ug/L AN SO
NOTE:
ORIGINAL FIGURE COMPLETED BY
SHAW ENVIRONMENTAL, INC.
s Managsr Profect Nember
PICATINNY ARSENAL
™ bna AREA B RECORD OF DECISION GPONPICA P208 1PN01
= ARCADIS =
; T.LEWELLYN VERTICAL EXTENT OF VINYL CHLORIDE 1211508
- bng e & cis-1,2-DCE CONTAMINATION o
N Tu:zsru:t:‘ommm-im A-A’ CROSS SECTIONS 10
K EYRE www arcadls-us.com DOVER, NEW JERSEY



http://www.arca%3c)b-us.coin

Current Piotsyle: ———

Path\Name: J\Drafting\PICATNNY\Area B\FIG. 11.dwg
Piot Dole\Time: 12/15/2008 10:52 AM

20/24MW-9

20/24MW=10

20/24MW-11

INJECTION

APPROXIMATE LOCATION
OF ZERO VALENT IRON

20/24MW—6 *

10—FT

O
10—FT
— & 20/24MW-3 Q@ ®
1 RAILROAD -
o~ /;D 20/24MW-8
- FENCE 20/24MW-2 & 20 /24MW-7
TRJop TANSFORMER EXISTING SAMPLING LOCATIONS
=Aeh BLAST WALL 4%  MONITORING WELL .
B A SURFACE WATER/SEDIMENT \ 20/24MW-2D %
——sTS—— m  SURFACE SOIL
==ss== @  SOIL BORING
. b s L{ TEST P e
13 F EARTH MOUND @  HYDROPUNCH
%5 il
p—— PILOT STUDY SAMPLING LOCATIONS
= &  MONITORING WELL
Eihgﬁ?: PomER @ HRC INJECTION POINT
DD Sy SCALE
e gy swawp
= 0 40 80 FEET
H— PICATINNY ARSENAL e
g P AREA B RECORD OF DECISION SPRPICAF GOt
i [T ' ARCADIS o
e | s =
g |ceme Sulte 300 HRC PILOT STUDY INJECTION POINTS
© [etvtmion Tek: zsm::go Fax: 267/685-1801 11
KERe S DOVER, NEW JERSEY



http://www.arc8dlB-U8.coni

Poge Set Up Mame: ——

Curvent Plotaylee ——

Poth\Nome: J:\Drofting\PICATINNY\rea B\FB. 12.4wg

Flot Dote\Tame: 12/15/2008 11:09 A

Concentrations of cis-1,2-DCE, VC, and Ethene in 20/24MW-6 (5-ft
Upgradient of Injection Array)

100 16
L= 14
3w %
= 70 =
Q . 10 §
g 50 8 E
w
g w 2
N 30
- S
£ 2
10 B s
0 : | o W Vinyl Chioride
Nov-03 Dec-03 Jan-04 Feb-04 Mar-04 May-04 Aug-04 Sep-04 Nov-04 Jan-05  EEEECis-DCE
Time Ethene
Concentrations of cis-1,2-DCE, VC, and Ethene in 20/24MW-7 (5-ft
Downgradient of Injection Array)
350 70
_ 300 60
3
2 250 50
= -
> 2
200 40
:
g 150 3 2
< 100 2
]
S

8

10

Oct-03 Dec-03 Jan-04 Feb-04 Mar-04 May-04 Aug-04 Sep-04 Nov-04 Jan-05
Time

BN cis-DCE
Ethene

O mm—Vinyl Chioride

g

cis-1,2-DCE and VC (ug/L)
g8 8 8 8 8

Concentrations of cis-1,2-DCE, VC, and Ethene in 20/24MW-8 (10-ft
Downgradient of Injection Array)

70

Ethene (ug/L)

8 8 8§ 8 8

100 e 10
J : 0-vmyl Chloride
Oct-03 Dec-03 Jan-04 Feb-04 Mar-04 May-04 Aug-04 Sep-04 Nov-04 Jan-0s |EEEEICIS-DCE |
— PICATINNY ARSENAL st
(=] RRARCADIS | o o [
E - RESULTS OF THE AREA B HRC PILOT STUDY- | 108
r— §Tory Dt CONCENTRATIONS OF CHLORINATED ETHENES [~
5 Nowioun Pa 18540 INAREA B MONITORING WELLS "
Technical Review
= - DOVER, NEW JERSEY



http://www.arcadlB-u8.cofn

Poti\Name: \Drofling\PCATNNY\irea B\FIG. 134w

Piot Date\Time: 12/15/2006 11:30 AM

APPROXIMATE LOCATION OF

~ UTILITY POLE MAT

% OM24-1

NOTE: Areas 1-7 are targeted for the
Unconfined Aquifer. Areas 8-12 are
targeted for the Upper Semi—Confined
Aquifer.

Monitoring wells screened In the Upper
Semi—confined Aquifer include :

MW24-2B, 20/24MW-1, and
20/24MW-2.

Monitoring well 20/24MW-2D is
screened in the lower semi—confined
aquifer,

All other wells are screened in the
Unconfined Aquifer.

whdhs BLAST WALL WATER
==gre== 700’ CONTOUR
s STORM SEWER (5' INTERVAL)
==gg== PAVED ROADWAY
—~33 vy TIZIZZ UNPAVED ROADWAY
EARTH MOUND — SITE BOUNDARY
s -7
Q EXISTING MONITORING WELL
(] sowe
@  HRC INJECTION POINT
w "= LIMITS OF SOIL CAP

SCALE
MY 0 120 240 FEET
N -
RNy AH-MW-15
N N
N \‘ R |
AN "
N
‘ N
o PICATINNY ARESENAL P
o [ Q AREA B RECORD OF DECISION SR
Project Direcior Dk
; s ARCADIS ALTERNATIVE #5B AND 8 GROUNDWATER o
2 |come i TREATMENT WITH HRC
Jf e Newioun, Pa 18640 13
o mmmum Fax: 267/685-1801 DOVER, NEW JERSEY



http://www.arcadis-us.(X)ni



